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INTRODUCTORY NOTE. 



COME questions addressed to the Editor of The Engi- 
neering RECORD by persons in the employ of 
new water-works indi^-**^ that a short series of practical 
articles on the Detar • pi Constructing a Water- Works 
Plant would be of value ^, and, at the suggestion of the 
Editor, the preparation of these papers was undertaken 
for the columns of that journal. The task has been an 
ea3y and agreeable one, and now, in a more convenient 
form than is afforded by the columns of the paper, these 
notes of actual experience are offered to the water-works 
fraternity, with the belief that they may be of assistance 
to beginners and of some interest to all. 
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CHAPTER I. 

THE DISTRIBUTING SYSTEM. 

Materials — Salt^ Glazed Clay — Cast Iron — Cetnent^Lined 
Wrought-Irofir-^Thkkness of Sheet Metal— Metlunls of 
Lining — List of Tools — Tool- Box — Derrick — Calking 
Tools — Furnace — Transportation — Handling Pipe — Cost of 
Carting — Distributing Pipe, 

T N considering the subject of which this book treats, it will 
be the writer's endeavor to be brief and practical. 
He assumes that those for whom these papers will have the 
most interest have had little or no experience in actual con- 
struction, and desire information and suggestion upon the 
simplest details. 

MAIN PIPES. 

Materials. — Cast iron, wrought iron with cement or with a 
protecting coating by some special process, wood, and steel 
are the materials used in making pipes for the distributing 
systems of town and city water-supplies. 

Salt-glazed vitrified clay pipes have been used by Mr. 
Stephen E. Babcock, C. E., of Little Falls, N. Y., in that 
village, and also at Amsterdam and Johnstown in the same 
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State, for conduits in gravity systems. At Little Falls the 
conduit is over 30,000 feet in length and is mainly of 18 atid 
20 inch pipe The low first cost of clay pipe would certainly 
entitle its claims to careful investigation in planning a low- 
pressure gravity system of supply. Mr. Babcock has prepared 
a very elaborate set of specifications for furnishing and laying 
this pipe, which would be of value to any one who wished to 
use it. 

The writer frankly acknowledges a preference for cast-iron 
pipe for all but special cases. He is not unmindful of the fact 
that the town of Plymouth, Mass., after an experience of thirty 
years, is this summer (1887) extending its distributing system 
by adding 20,000 feet of 4 to 16 inch cement-lined wrought- 
iron pipe ; nor that the town of Dedham, Mass., has had no 
reason thus far to regret that its water-mains are of this 
material. Without going further, the cities of Fitchburg and 
Worcester, Mass., seem to offer experience with this sort of 
pipe to justify the opinion that the chances for poor work and 
poor material are greater with it than with cast iron, and the 
advocates of cement-lined pipe admit, I think, that honest and 
skillful work is indispensable to the success of this method. 
We must admit that when made and laid upon honor, cement- 
lined pipe has an advantage over cast iron in not reducing its 
original diameter by incrustations, nor is the " advantage out ' 
when we reply that the cleaning machine of Mr. Keating or 
of Mr. Sweeney may be used to restore tuberculated iron pipe 
to its original diameter, for the application of these machines 
cannot be effected without expense. 

With its acknowledged advantages of strength and ease in 
laying, cast-iron pipe is heavy and, in its larger sizes, expensive 
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to handle. This limits the length in which sections of it can 
be used, and so does not permit of any reduction in the 
number of joints to the mile. 

In the effort .to produce something which should be free 
from these disadvantages of cast-iron pipe, wrought-iron pipe 
treated by a protective process is now upon the market, and 
has been introduced to a limited extent. Of this it is fair to 
say that it is still on trial, and some time must yet elapse before 
its durability can be said to be proven. 

Of wood, the writer has no knowledge by actual experi- 
ence, but its use seems to be limited to a small territory in the 
West. 

Unlike cast-iron pipe, which is bought ready for use, 
cement-lined pipe is put together in part at some convenient 
yard or shop in the town which is to use it, and its final con- 
struction is carried on in the trench where it is to lie. 

The foundation of this sort of pipe is a sheet- iron drum 
nine feet in length, made in three sections in the i6-incb 
and larger sizes, and in single sheets in the 4 to 14 inch diam- 
eters. 

The thickness of metal varies with the sizes ; for example 
we may use. 

For 4-inch pipe, metal of 21 Birmingham Gaage, 
" 6 *• " 19 

•* 10 •• " 17 

-14 " " 14 

••16 •• '• 14 

with double-riveted seams, using 12-pound rivets for 16, 14, 
and 12 inch pipe, lo-pound for lo-inch, 6-pound for 6-inch, 
and 5-pound for 4-inch pipes. 
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The first step in the making of this sort of pipe is the put- 
ting into these drums a lining ^ to ^ of an inch in thick- 
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MAIN PIPES. 13 

ness of cement mortar mixed sand and cement half and 
half. 

The pipe is placed on end over a hole in a low platform, 
and a lining cone is let down into it from a crane, a derrick, 
or a simple windlass, and drops through the hole in the plat- 
form just far enough to allow the pipe to be entirely filled at 
its lower end with the mortar. Enough mortar is then shoveled 
into the top of the pipe from a high platform to make the 
lining, and the cone is drawn slowly through. The surplus 
cement as it falls over the top during the upward movement 
of the cone is shoveled back into the mixing-box, or into 
another pipe if there be one at hand ready for lining, but no 
cement that has once set is fit to be used again. After the 
cone is drawn the pipe should stand 20 minutes or more before 
it is moved ; it is then taken to the grouting table, the ends 
scraped, and the whole surface examined for defects. If at 
any points the cement has settled into wrinkles these should 
be scraped down, and any holes filled with pure cement. 

With platforms and swinging crane arranged to place ten 
pipes on end at once for lining, eight men can fill 100 14-inch 
pipes in a day, and three men more can grout and patch 
them. 

The grout can be poured in with a dipper, and then spread 
by rolling the pipe and applying from each end common dust- 
brushes fastened to long handles. 

Before applying the grout the lining is brushed with water, 
using the long-handled brushes. 

The lining cones are made either of cast iron or of sheet- 
metal, but if the latter is used they must be filled with cement 
to give them weight. 
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LIST OF TOOLS. 

Whatever be the material chosen for main pipe, the trench- 
ing tools will be the same. In the matter of pipe cutting and 
jointing, cast iron and wrought iron call for very different 
treatment and appliances. During days which are too stormy 
for work and over night, all tools should be securely packed 
in tool-boxes, which may be built according to the following 
sketch : 




Figure a 



The same carpenter who makes the boxes can make also a 
derrick after the sketch given in Figure 3, which will be found 
strorg enough for pipes weighing a ton and easy to handle as 
soon as three men get the knack of carrying it. 

This should be made of straight-grained 4x4 sticks, 14 j4 
feet long, held together at the top by a i-inch bolt. The link 
of ^ round iron drops one foot, and ^ carriage-bolts should 
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be put through the end of the sticks to keep them from split- 
ting. The large cleat on the right is to be bolted on with two 
^ carriage-bolts about 20 inches from the bottom of the leg, 
and a hard-woOd pin driven in about the same distance from 
the bottom of each of the other legs. For pipes larger than 
20 inches a 4-leg derrick with a windlass may be found more 
convenient 
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For 6-inch pipe two 8-inch double blocks will give power 
enough, but for 16-inch a quadruple and triple block in com- 
bination will be needed. 

The number of picks and shovels required depends, of 
course, upon the number of men that are to be employed. 
One shovel to a man is enough, but if the digging is likely to 
be hard, double the number of picks will not be too many, to 
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allow time for sharpening. A shovel with a welded strap does 
better work than one in which the strap is riveted, and for 
anything but scraping up from a platform, a round p<Mnt is 
better than a square point. 
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Provide three, four, or half a dozen steel crowbars 5^ to 
6 feet long, 2 or 3 sledges weighing, say, 10, 15, and 20 pounds, 



LIST OF TOOLS. 



17 



and 2 tunneling bars, if the digging will permit of this sort 
of work. The tunneling bars are easily made by welding on 
to a piece of i-inch pipe 8 or 10 feet long a chisel-shaped 
piece of steel 2 or 3 inches wide. 
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Figure 5. 



For ledge-work, drills made of i^-inch octagon steel, 
forged to cut a i^-inch hole, with sledges weighing 6 to 8 
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pounds, and a spoon for scooping out the dust and drillings, 
will be required. 

Carrying sticks for lifting 4, 6, and 8 inch pipe, of the 
shape shown in the sketch Figure 4 (page 16), are useful ; 
larger sizes of pipe are handled more easily by rolling. 
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Figure 6. 



Skids 6 feet long of 2x4, 4x4, or of 4x6 spruce, according 
to the weight of the pipe, will be needed to throw across the 
trench. 

When water is not available for back-filling some kind of 
tamp will be needed, and sketches of two patterns are given 
on page 17 (Figure 5). 
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LIST OF TOOLS. 



If any considerable amount of rock-work is expected, 
either as ledge or boulders, a second derrick will be needed, 
with some spare rope and a few pieces of chain. 




Figure 8. 



For cutting cast-iron pipe provide two or three long- 
handled chisels, such as blacksmiths use for cutting off cold 
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iron (see Figure 6, page 18), and a pair of light sledges or 
striking hammers. For cutting wrought-iron pipe boiler- 
makers' chisels and hammers are the proper tools. 

For making lead joints in cast-iron pipe, yarning and calk- 
ing tools and short-handled calking hammer. One yarning- 
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iron and four calking tools varying in thickness from ^ to ^ 
of an inch make a convenient set. 

A furnace or lead-kettle of the pattern indicated in Figure 
9 is common among water-works contractors. There should 
be a second door opening on to the grate at the point on the 
sketch where the shell is broken away to show the interior. 
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TRANSPORTATION. 

Before the arrival of the pipe arrangements should be 
made to have men and teams ready to begin work at a few 
hours' notice ; for, as a rule, vessel captains and railroad com- 
panies are in a hurry to be rid of their cargoes. Some trust- 
worthy man should be selected to oversee the unloading and 
keep tally. In cast-iron pipe it is customary to mark the 
weight of each piece with white paint inside the bell, and if a 
memorandum is made of the weight of each piece as it leaves 
the car or vessels, the pipes will be counted and a check on 
the weight given in the bill of lading will be obtained. 

The pipes may be piled up on the wharf, or taken directly 
from the cars on to the drays or low gears that are to cart 
them. If they are to be put directly upon the drays little or 
no blocking will be needed. Strong and careful men with 
carrying sticks, and some skids in the absence of a derrick, 
will soon discover the easiest method of handling the pipe 
and avoiding shocks and blows. If the pipe is coming out of 
a vessel and is to be piled up on the wharf, 2x4 spruce sticks 
in market lengths should be placed between the tiers, and 
strong skids used to roll the pipe from the deck ashore, and 
blocking be freely applied to prevent bunting, striking, or 
rolling. In the experience of the writer, six active and fear- 
less men easily took 16, 6, and 4 inch pipe from a vessel and 
piled it securely on a wharf faster than the crew could get it 
out of the hold with a steam derrick. 

In carting cast-iron pipe convenience and necessity will 
determine the kind of vehicle to be used, but in carting 
cement-lined pipe it is well to insist that the wagon shall have 
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springs that the chances for cracking the cement lining may 
be reduced. The cost of carting must vary so much with 
circumstances that the writer can do no more than quote 
some figures from his own experience. Three bids were 
received in the spring of 1887 for carting an average distance 
of about two miles over good roads and streets with no steep 
grades : 



680 tons of 135-lb. 16-inch pipe. 
100 ** 34-lb. 6-inch pipe. 
ICO ** 20-lb. 4-inch pipe. 
One of $1 per ton gross. 
One of 67! cents per ton gross. 
One of 64 cents per ton gross. 



At the lowest figure the teamster appears to be satisfied 
that he is making a fair profit, but his horses and men are 
working hard for it. 

When the town of Middleboro, Mass., constructed its 
water-works the writer was informed that the carting was 
done for fifty cents per ton, but the average hauls were short 
and the roads good. 

Considerable judgment is required on the part of the 
teamsters who deliver the pipe on the street to distribute it so 
that it will not fall short or run over in laying, so that it will 
not cause excessive risk to night travelers while it is awaiting 
the coming of the workmen, so that it will not be in the way 
of entrances to private estates or of merchants whose teams 
wish to receive or discharge goods. If circumstance will per- 
mit, it will save time for the pipe-layers to have the pipe laid 
on the street with all the bells pointing one way, and that in 
the direction of the movement of the gang. This with refer- 
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ence to bell and spigot pipe ; with other patterns this condi- 
tion does not exist. 

In directing the teamsters on which side of the street to 
deliver the pipe, consider on which side of the trench the 
bulk of the dirt is to be thrown, and have the pipe dropped 
on the side opposite to that, and thus avoid having to lift the 
pipe over an embankment of loose eaith. 



CHAPTER 11. 

FIELD WORK. 

Engineering or None — Pipe Plans — Special Pipe — Laying Out 
a Line — Width and Depth of Trench — Time-Keeping Book 
— Disposition of Dirt — Tunneling — Street-Piling, 

T T is well understood by the readers of The Engineering 
AND Building Record that the best preparation for any 
considerable amount of main-pipe laying is found in a careful 
survey of the proposed line, which shall take note of every 
feature which is likely to affect the work. Cross streets or 
roads, existing or proposed, brooks, bridges, drains, culverts, 
sewers, gas-pipes, and old water-mains, if there be any, should 
be indicated on plan and profile, and forethought given to 
schemes for avoiding and overcoming evident obstacles. 

Let me warn the novice that, in spite of his most earnest 
forethought, obstacles that could hardly be foreseen even by 
one of experience will almost certainly arise, and he can at 
best only strive to reduce the number of the unexpected diffi- 
culties. 

The need for laying pipes to line and grade is an imperative 
one on the main line from a reservoir in a gravity system ; is 
almost as necessary with any main larger than ten or twelve 
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inches, though perhaps less important in the smaller pipes 
through the streets of a town. 

A town may build a respectable system of water-works 
with a wonderfully small amount of engineering, but money 
saved at the outset in this way is generally expended at a later 
date in correcting blunders and repairing defective work. The 
writer calls to mind at this moment an instance in which a 
defective length of pipe which was made a part of a submerged 
river-crossing has since caused an expenditure of not less than 
$2,000 at different times for repairs ; enough to have paid for 
a reasonable amount of engineering and thorough inspection. 

Let us suppose that full surveys and drawings have been 
made; in what form, then, shall they be put, so as to be 
intelligible to the foreman in charge of the gang? If an 
assistant engineer is constantly on the trench, he may not 
need a full drawing ; his own notes made at the office may be 
sufficient, but this arrangement is not always practicable. We 
give herewith Figure lo, a sketch copied from blue prints used 
by Mr. R. C. P. Coggeshall in his work at New Bedford, Mass. 
These sheets are not large, 10x15 inches or less, and are given 
to the foreman a few days before the beginning of the work, 
so that he may get the gates, hydrants, and specials on the 
ground in advance of the digging. The writer has followed 
essentially the same plan, but in his drawings no attempt is 
made to show the form of the special castings. Single or 
double lines, with the names of the castings and size of gates, 
the whole drawn to scale of forty feet to one inch, are used as 
shown in Figure 11, page 29. 

If a draughtsman is available the first method is certainly 
to be preferred, but if one must be his own engineer, super- 
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a8 FIELD WORK. 

intendent, and draughtsman, as is often the case in small towns, 
the second method has its advantages. 

These pipe plans represent the best practice, but if the earth 
could be thrown off some main-pipe systems, as the valet of 
Frederick the Great used to throw the bed-clothes off his 
master in the morning, the easy curves and special angles 
which the foregoing plans provide would not be found. 

I once heard a man of wide experience in handling pipe 
say that he could lay cast-iron pipe in the crookedest town 
that was ever laid out on the cow-paths, if he had single 
branches and plenty of pipe. Such work is not to be com- 
mended, but it has been, and probably will be, done. 

It would be outside the scope of these papers to describe 
methods which may be employed in locating a pipe-line and 
staking out the curves and angles according to railroad prac- 
tice, but some beginner may be glad to receive suggestions as 
to simple working methods. When he is given a gang of men, 
a quantity of straight pipe, and told to lay a main on B Street 
from a given point to a branch on S Avenue, his instructions 
will probably include the location of the branch with more or 
less accuracy, but on reaching the scene of operations he may 
find that this branch points all askew for B Street, and the 
street itself straggles along to a junction with the avenue in a 
tangential, uncertain sort of way that is more picturesque than 
satisfactory. 

The first comforting fact is that we can swing around the 
sharpest curve which is likely to present itself by cutting the 
pipe into short pieces and making the joints as one-sided as 
we dare. 
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30 FIELD WORK. 

We must have a line of some kind — sash- cord or clothes- 
line are first-rate for the purpose — so that we can fasten one 
end of it to a point in the ground nearly over the branch, say 
1 8 inches to the right of it. Now let a man take the ball or 
coil of line and stretch it in the direction in which the branch 
points, as nearly as can be judged. Suppose the line is to 
swing to the right, let one laborer drive his pick into the 
ground close to the line, on the right of it, and 12 or 15 feet 
from the fastened end. Keep the line stretched, swing it to 
the right again, and have another pick driven into the ground 
25 or 30 feet from the fastened end. 

When a hundred feet or more of the line have been 
stretched in this way, set a half a dozen men to picking a rut 
along the left side of the line. Make them follow the line ; 
don't let them walk backwards, and see that they all pick on 
the same side of the line ; it is safe to say that half of them 
won't if you let them alone. The sections may be measured 
by laying down a shovel-length four times, or, if the digging 
is sandy, 15 feet is not too much. 

The width of the trench may vary from 28 to 36 inches, 
depending on the size of the pipe, though if the soil is known 
in advance to be sandy, and likely to cave, it may be cheaper 
to start the trench four feet wide on top, and slope it towards 
the bottom, rather than to use bracing. 

The depth to which pipe may or must be laid is controlled 
by more than one consideration. 

In northern latitudes protection from frost is first to be 
thought of, and the amount of covering required for this de- 
pends upon the nature of the ground, the size of the pipe, 
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and the quantity of water flowing during the hours of mini- 
mum flow. 

In loose, gravelly and stony ground the temperature will 
frequently fall below 32° Fah. for a depth of 5 or 6 feet, and 
hydrant-branches and service pipes have frozen under such 
conditions. In compact earth, free from large stones, the 
ground is not frozen more than three or four feet, and under 
good sod the distance is even less than that. These figures 
will hold good, I think, as far north as the isothermal line of 
Portland, Me. 

Any section of a main pipe-line which is sure of a good 
circulation may be laid at any convenient depth without 
regard to temperature, and examples may be cited of main 
pipes which cross bridges without any protection from freez- 
ing except that afforded by the current of water constantly 
moving through them. Exact information upon this point is 
desirable. 

There is a sort of unwritten law, in New England at least, 
that the axis of all pipes should be five feet below the surface. 

If the amount of work on hand justifies the employment 
of not less than forty or fifty men, it will require the attention 
of one capable man whose duty shall be those of a foreman 
of the trenching gang. 

The right man in this position will have no lack of work. 
He can keep the time for the whole gang, lay out the trench 
in advance, see that the damage from the excavated dirt is 
reduced to a minimum, keep private driveways open, look 
after the bracing of the trench if this be found necessary, see 
that the trench is dug to the line and grade given, keep the 
unoccupied side of the road as free as possible, and, finally, 



33 



FIELD WORK. 



pick out the fellows who are trying to shirk and get rid of 
them. 

Time-keeping, if one wishes to know with exactness the 
cost of the whole or any portion of a season's work, is an 
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important detail, and a convenient and well-designed time- 
book is almost indispensable to good results. A sample page 
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from the time-book in use by the writer will illustrate one 
method which has been well tried and is not found wanting 
(see Figure 12). 

With the aid of this book we have been able to tell with 
satisfactory exactness at the end of a season's work where 
every dollar of the pay-rolls has been expended. 

For example, the page here given tells us that Jack Cade 
is number 49 in the gang ; that he is paid $2.25 per day ; that 
on the first day of August he worked only during the fore- 
noon, in the derrick -gang on Bay Street ; on the second he 
made a full day in the same position ; on the third he did not 
begin until the middle of the forenoon, finishing out the day. 
As pay-day comes once a week the space belonging to Sunday 
is utilized to put down the footing of total time for each week. 
On Tuesday, the seventh. Cade during the forenoon worked on 
Bay Street and on High Street after dinner, and Ck. shows 
that he was employed in calking joints. In Tim Daley's 
record B. H. stands for ** bell-hole digging," B. F. for **back 
filling," Tr. for trenching, and C. S P. (construction service- 
pipe) shows that Daley was taken from the main pipe gang on 
those days and sent to dig service-pipe trenches. 

In working through the streets of a town, especially in 
the portions occupied by well-kept estates, it is well to remem- 
ber that a man with a newly-painted fence or a bit of smooth 
grass-plot is very unwilling to allow gravel or clay to be thrown 
against his fence or on to his lawn, even if the street be 
narrow and the workmen cramped for room. A few hemlock 
boards do not cost much and may save considerable growling, 
for if they are judiciously placed against the fence they will 
protect both it and the lawn. Under these conditions, however, 
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there is some danger, if the dirt reach nearly to the top of the 
fence, of straining the structure and throwing it out of line. 
If this happens the fence must be straightened and the bill 
paid. 

When tunneling is impracticable driveways and cross- 
streets may be kept in constant use by opening the trench half 
way across the space, leaving just driving room, and then 
digging on as usual. When the pipe-line is brought up to the 
undisturbed portion, the last two or three joints may be made 
without waiting for others, then enough of the trench immedi- 
ately filled to furnish new driving room, and the undisturbed 
portion dug out by the derrick gang in quick time. 

Bracing, if done to any considerable extent, is expensive 
work, but as it is not right and does not pay in Massachusetts 
to expose men to risk of injury, bracing the trench is some- 
times not to be avoided. 

If the tendency to cave is only slight and the trench is not 
more than five feet deep, sufficient support may be given by 
single planks running along just below the edge of the trench 
and held in place by short pieces of 4x4 joist, which are cut a 
little longer than the distance across the trench between the 
planks, and then driven in place with sledges. 

In loose gravel or sand this sort of bracing amounts to 
little or nothing, for the stuff will run out from under the 
planks and finally tumble everything into the ditch. 

Water-pipes are seldom laid to a depth which requires the 
thorough bracing and sheet-piling of deep sewer-work, but a 
simple sketch and a few words of explanation will make plain 
the vital points involved in the construction of ordinary sheet- 
piling. After excavating to a depth of four feet, a trench 
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which must go four feet deeper, in quicksand, for example, it 
may be braced as indicated in Figure 13. Lay the 4x6 
stringers B along the bottom of the trench and put a lo-foot 
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plank between each end and the bank. Cut cross-braces C long 
enough to drive in hard, and then fix the top stringers T in the 
same manner ; the next is simply driving plank to make the 
sheet-piling complete. 
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It is not alwajTS easy to cut sticks of just the right length to 
be used for cross-braces C, and screw-jacks are economical in 
time and labor if much sheet-piling is to be done. We may 
use short jacks and a piece timber shorter than the T*idth of 
the trench by the length of the jack, or, in narrow trenches, 
jacks of sufficient length to enable one to dispense with a 
timber brace may be preferred. 

The one thing needful to make sheet-piling thoroughly 
effective is to keep the ends of the plank as much below the 
bottom of the trench as is possible, and to this end each plank 
should be driven frequently if only a little at a time. If the 
ends of the plank are chamfered and pointed, so as to help to 
throw them back against the bank and sideways against the 
plank last driven, better work can be done than with square- 
toed plank. If the amount of driving is considerable it will 
pay to protect the ends of the planks by a wrought- iron cap. 
Driving is to be done with wooden mauls, six inches or more 
in diameter and twelve inches long, bound with rings of 
wrought iron. 



CHAPTER III. 

TRENCHING AND PIPE-LAYING. 

Cavity — Tunneling — Bell-Holes — Stony Trenches — Feathers 
and Wedges — Blasting — Rocks and Water — Laying Cast- 
iron Pipe — Derrick Gang — Handling the Derrick — Skids 
— Obstructions Left in Pipes — Laying Pipe in Quicksand — 
Cutting Pipe, 

A TRENCH which is troublesome on account of caving 
grows worse the longer it is open ; if, therefore, the 
trenching gang is a good distance ahead of the pipe-layers, 
and water and quicksand are found within two or three feet of 
the surface, it is wise to send the diggers ahead on to dry 
ground, or make some other arrangement, so that the last two 
or three feet in depth of the wet trench will not be opened 
until pipe can be dropped into it. When caving occurs in 
wet, heavy ground some warning of the impending trouble is 
given by cracks in the surface, running nearly parallel to the 
side of the trench ; but in sandy gravel the drop comes with- 
out warning and men may be seriously injured. In any case 
the tendency to caving is increased by the weight of the exca- 
vated material'piled up on one edge of the trench, and, if cir- 
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cumstances will permit, it is well to keep men on the bank to 
shovel back the material as fast as it is thrown out. 

In soil that will allow it, tunneling will often save the pub- 
lic and individuals much inconvenience by carrying the trench 
under crosswalks, driveways, and railroad crossings, and the 
only tools needed are the tunneling-bars, mentioned in the list 
of tools, and long-handled shovels. A little practice and bold- 
ness in this detail will give very satisfactory results. 

With cast-iron pipe, when the digging is good and the 
trench stands up well, it pays to put three, four, or half a 
dozen men at work digging bell-holes ; that is, enlarged places 
in the trench, spaced so as to come about the joints of the 
pipe, and large enough to give a man room to swing his ham- 
mer and get at all parts of the joint without unnecessary 
fatigue. There is little or no danger of getting the bell-holes 
too large, and plenty of room for the calkcr will do not a little 
toward insuring tight and strong work. The bottom of the 
trench should be dug out eight or ten inches for a length of 
four feet beyond the joint, and the sides worked out on the 
same scale to give ample shoulder room. These directions 
will have a queer sound when one is trying to make joints in 
quicksand, and at such a time fixed rules amount to but little. 
'So end of grit, plenty of hard work, with some little planning, 
will make joints in places that seem all but hopeless for the 
first half -hour. 

In these cases, bell-hole digging and joint-making must be 
done together, and some suggestions upon this detail will be 
given later. 

Neither stony nor rocky trenches oflFer any serious difficul- 
ties, and even in ledge -work it is simply a question of time 
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and money. If the bottom of the trench cbmes in rock which 
must be worked out by drilling and blasting, the ledge should 
be cut away to a depth which will allow sand six or eight 
inches in depth to be spread upon the rock, in which the pipe 
may be imbedded. If boulders are encountered which are too 
large to be taken out by the derrick, they should be well cleared 
from the confining earth by digging before applying powder or 
dynamite ; this gives the explosive a fair chance, and digging 
is cheaper than drilling and blasting. Large pieces may some- 
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times be worked off from a boulder or ledge which projects 
into the trench, without using explosives, by means of small 
hand-drills and "feathers and wedges." To do this, drill ^- 
inch holes with a short steel drill and stone-mason's hand- 
hammer along the desired line of fracture, eip:ht or ten inches 
deep and six inches apart ; drop a pair of feathers made of }i' 
inch J4 -round iron into each hole and drive the wedges between 
each pair. The " feathers and wedges " are shown in Figure 14. 
In blasting, the nitro-glycerine preparation known to the 
trade as " f orcite-powder " is comparatively safe and gives 
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better results than common gunpowder, for it will shatter 
rocks more thoroughly and with less tamping. To fire a i^- 
inch hole three feet or more in depth, take a whole forcite- 
cartridge, cut off perhaps half an inch in length, and set a 
percussion-cap pinched on to the end of a piece of fuse into 
this short piece of the forcite by boring out a small hole with 
a knife. Lower this into the hole and cover it with the re- 
mainder of the cartridge broken into small pieces between the 
fingers, and fill up the hole with earth tamped down with a 
stick. 

Such a charge as that will let daylight into any rock that a 
pipe-gang is likely to encounter, but the blast should be care- 
fully loaded with logs, timbers, or railroad-ties chained together, 
and covered with brush to arrest small pieces which may do 
damage if allowed to fly. This forcite-powder may be used to 
loosen a troublesome boulder, by simply poking a hole into 
the bank alongside of it and tucking in a little of the explosive 
folded in an er^velope and held in place by a slight packing of 
earth, or a cracked and seamy rock may be thoroughly split by 
dropping an envelope full of the powder into one of the cracks, 
and firing by cap and fuse in the usual manner. 

Rocks which appear in the bottom of a wet trench are 
unwelcome enough, but it will not do to leave them in such 
shape that a pipe will be supported by them in the middle, 
with the weight of the back-filled earth bearing on the ends, 
lying in soft ground. If the expense of getting out the rock, 
seems too great, the depth of the trench should be reduced 
until a firm and even bearing can be secured. 

On all trenches that do not stand up well or that must be 
made wide to get out rocks, the long three-legged derrick, 
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illustrated on page 15, will be found exceedingly convenient, 
for its range is wide, and it can straddle fences in a right 
handy fashion. 

PIPE-LAYING. 

CasUlron Pipe, — When a hundred feet of trench has been 
bottomed out it is time to make up the derrick gang, and 
begin the work of putting the pipe into the ground. For six, 
eight, and ten inch pipe six men are enough, and they should 
be strong, active, and intelligent laborers. Men who are 
employed in this gang generally expect perhaps twenty-five 
cents per day more than the average digger, and good men in 
the place are worth it. It is not well to let the fellows who 
may be first chosen for this gang think that they are indispen- 
sable, and if one of them happens to be off a day, do not 
hesitate to take any good man out of the trench to fill the 
vacant place. 

The first thing that a green lot of men must learn is to 
raise and carry the derrick, assuming that it be of the three- 
legged style referred to in a previous chapter. It is to be 
raised, first, just as a ladder should be, by footing the bottom 
and walking it into an upright position ; then let one man 
grasp the pin of the middle leg with one hand and the leg with 
the other, a man at each of the other legs holding them firmly, 
and carry it straight away five or six feet ; spread the other two 
legs the same distance, and the derrick stands alone, though 
perhaps not very firmly. A little study of the structure will 
now show that the legs may be spread as far apart as need be, 
provided always that lines joining the feet of the derrick 
form either an isosceles or an equilateral triangle, the line 
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joining the two outside legs being the base. In placing over 
the trench, the middle leg should stand on the side which has 
the largest quantity of earth piled upon it. The man who is 
to carry the third leg, as the derrick is moved along from pipe 
to pipe, should grasp the pin firmly when the time for moving 
comes, throw his weight towards the trench, and be careful to 
keep midway between his comrades who are carrying the out- 
side legs, and they in turn should walk as close to the edge of 
the trench as practicable, resist the push of the derrick firmly, 
and keep about ten feet apart. 

A man at each leg, another to carry the rope, and two men 
in the trench, make an ordinary derrick gang ; for handling 
1 6-inch pipe more men wil! be needed in hoisting and placing. 
The smaller sizes of pipe can be brought from the side of the 
road to the trench by means of the carrying-sticks. These 
sticks thrust into a pipe give good lifting hold, and two stopt 
fellows at each end, shoulder to shoulder, will carry 4-inch 
easily, and 8-inch without overwork. Skids of 4x4 spruce 
thrown across the trench may support the pipe while the der- 
rick is put in place over it ; a sling of rope is then to be passed 
around the pipe enough nearer to the bell than to the spigot 
end to cause the spigot end to fall easily into the trench when 
the pipe is lifted by the tackle from the skids. As the skids 
are removed to allow the pipe to be lowered into the trench, 
let one of the gang bunt the pipe with the end of the skid 
to clear the pipe from sticks, stones, and dirt. This is not 
enough, however, and it should be the duty of the men in the 
trench to look through the pipe as it comes down to them and 
make sure that no one has, either maliciously or carelessly, left 
therein an old hat, or a pair of boots or overalls. These 
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remarks are not in jest, for just such combinations of what the 
doctors might call incompatibles have been made. 

As the pipe is lowered, one of the trenchmen enters the 
spigot into the preceding bell, his comrade assisting as best he 
can, but before the pipe rests on the ground it is well to swing 
it like a ram against the pipe already laid to make sure that the 
joints ready for calking are all *' home." As soon as the pipe 
rests on the bottom, the foreman should straddle the trench 
at a convenient point ahead of the derrick, align the pipe just 
laid, and look back over the line for joints which may be 
improved. 

The trenchmen should carry bars with them to throw the 
pipe, and not try to use shovels for levers. Attention should 
be given to vertical alignment, as well as horizontal, and if 
grades are not given by an engineer, and no use is made of a 
carpenter's level on the pipes, the vertical alignment may be 
kept within bounds by keeping the joints of the same width 
at the bottom as at the top. If the bell end of a pipe when it 
rests on bottom is found to be too low, raise it with the der- 
rick, throw rather more than enough loose dirt under it, and 
then drop the pipe down hard on this two or three times. As 
soon as the pipe is in position a few shovelfuls of earth should 
be thrown on to the centre of it to hold it, and if the trench 
is bad, the section between the joints may be half-filled at 
once, as this will support the bank and counteract any ten- 
dency to caving. With 4 and 6 inch pipe and a troublesome 
trench, two or three lengths may be put together on the bank, 
the joints made on dry land, and then with two derricks and 
careful slinging three lengths may be put into the trench at 
once without straining the joints. The few joints that must 
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be made in the trench may, in quicksand, seem at first like 
hopeless cases, but persistence and no thought of ultimate 
failure have conquered the worst cases that have come in the 
experience of the writer. In such instances it is useless to 
attempt to get the sand down so as to make the joint right 
through without stopping to dig out again. Let the calker 
stand on the pipe while a good man with a shovel, perhaps a 
lot of sod, and some pieces of plank, clears away and holds 
back the stuff so that the joint may be yarned if not poured. 
If the sand rises as soon as the shoveling ceases, let the calker 
do all he can by quick work, and then rest while another 
attempt with planks, sod, pails, and shovels is made to make 
room for him. In general, whatever means are employed to 
make and maintain room for joint-making in quicksand, let 
the preparations be thorough ; let the plank be driven as deep 
as possible and well braced, sods provided in large quantities ; 
have pails or a good ditch-pump, and good strong men who 
are not afraid to ** pitch in.'* 

In order to locate gates or special castings in a particular 
spot, or to bring a joint into a more accessible location, it is 
frequently necessary to cut pipe. 

For this use an 8 or lo pound sledge and the long-handled 
cutting-off tool illustrated in Chapter I.; put a skid under 
each end of the pipe, placing one directly under the line of 
cutting and get a firm and even bearing on the ground for its 
whole length. A line for the cutter to follow may be had by 
winding the end of a tape-line about the pipe and marking 
along the edge with chalk, but a little practice will enable one 
to guide the cutter as the pipe is slowly rolled on the skids, 
so as to make a square cut. The blows of the sledge should 
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be rather light for the first time around, aud then when the 
cut is well marked so that it may be easily followed, the blows 
may be swung in with vigor. 

The pipe should at some stage of the work be carefullj 
inspected for cracks, which are oftenest found at the spigot 
end. If a crack in a spigot end is very slight and so short as 
to be more than covered by the bell, we may not think it 
worth while to cut the pipe, but a long crack obliges us to 
waste nearly twice its length of pipe, for the cut must be 
made at least six or eight inches above the visible end of the 
crack, and even then the jar of cutting may cau&e the crack 
to run still farther into the sound metal. 



CHAPTER IV. 

PIPE-LAYING AND JOINT-MAKING. 

Laying Cement- Lined Pipe—^' Mud'' Bell and Spigot— Yam— 
Lead — Jointers — Roll — Calking — Strength of Joints — 
Quantity of Lead, 

CEMENT-LINED PIPE. 

TXTROUGHT-IRON pipe after being lined with cement is 
not ready for immediate use. It should be allowed 
to dry for one or two weeks, the time varying with the 
weather, and the readiness with which the mortar sets, and a 
careful man will not subject the finished pipe in the trench to 
pressure for five weeks after laying, unless the pressure be 
very light. No derrick is needed in laying this pipe, for if 
circumstances do not allow the men on the bank to hand the 
lengths to their comrades in the trench as easily as they could 
lift a piece of stove-pipe, two pieces of rope will furnish 
means for easy lowering. 

The cement bed and covering is " mud," in the language 
of a cement-pipe-laying gang, and is mixed sand and cement, 
three to two, in a mixing-box on the bank. 

It may be conveyed in the trench in any convenient 
manner ; in V-shaped troughs, ten feet long, with handles at 
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each end, or in pails, or in wheelbarrows. Before placing a 
length of pipe, a bed of a dozen pailfuls of cement is spread 
along the bottom of the trench, thicker than the covering 
desired, and the pipe, with the rivets down, is pressed firmly 
into it ; *' mud *' is then brought in sufficient quantities to 
allow the pipe to be plastered an inch in thickness, leaving 
the joints uncovered. The cement is spread with rubber 
mittens, and the men in the trench who handle the " mud ** 
wear rubber leggings. 

The joints are covered with pure cement, and are often 
made by the foreman of the pipe-layers, who can easily keep 
ahead of his men, for to a practiced hand the operation is 
simple aid rapid. 

The exposed pipe-ends are first covered with cement even 
with the finished pipe, and a sheet-iron sleeve is then slipped 
along so that its centre is directly over the joint. A pin of ^- 
inch wire stuck into the trench will locate the butt joint of 
the two pipes, and make the placing of the sleeve an easy and 
certain matter, and the sleeve is then in turn covered with the 
pure cement. 

This pure cement will crack, perhaps, and must be patched, 
and for this the regular " mud " will answer. 

To protect the covering from too sudden drying, the pipe 
should be lightly covered as soon as it is laid, but the final 
covering should be delayed forty-eight hours. 

The specials for cement-lined pipe can be made by any 
good sheet- iron worker. 

Tee and Y branches are to be soldered at their junction 
and strengthened by knees of J^-inch fiat iron, one inch wide, 
riveted to the metal. 
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Plugs are simple cylinders filled solid with "mud," but they 
are to be braced in the trench with a heavy stone. 

JOINT-MAKING. 

There is not, to my knowledge, any standard form for a 
cast-iron pipe-bell or socket. This is unfortunate. The lack 
of agreement in this particular is, it is true, not nearly so un- 
fortunate as the still greater lack of uniformity which prevails 
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in the thicknesses which are specified for cast-iron pipe, but a 
standard is desirable. 

The general form of a bell and spigot pipe-joint is shown 
in Figure 15. 

In practice, the two lines which in the sketch run through 
the word " and ** should form one, and they will when the 
spigot end is pushed "home." A space is left in the sketch 
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to make the parts more distinct. A water-tight joint capable 
of standing great pressure is secured by using a soft compres- 
sible substance in combination with molten lead. For the first 
substance one may use jute, hemp, old rope, old rigging, oakum, 
or almost anything of this nature, as the principal office of the 
"yarn," as it is oftenest called, is to prevent the molten lead 
from running into the pipe. It has been suggested that the 
yam in the joints of a distributing system may, by its compres- 
sibility, serve to mitigate the shocks which come from the water- 
hammer, and again that the yarn will in time decay and may 
then furnish feeding-ground for noxious animal or vegetable 
life which may appear at one time or another in any water- 
supply. 

At present these suggestions belong to that class of prob- 
lems which are of special interest to the investigator. Of the 
first we may say that it has a reasonable appearance, and of 
the second, that if it be true the elastic cushion is lost when 
decay is complete. 

The writer's experience has led him to adopt for yarn the 
article known to the cordage trade as 12-thread Russia gasket, 
tarred. 

A larger size may be needed for 24-inch and 48-inch pipe, 
but the 12-thread has worked well on all sizes up to and in- 
cluding 16-inch. 

For lead, use any soft pig, such as the ** Omaha " or the 
** Aurora " brands. 

In a gang of fifty, one man can hnd enough to do in yarn- 
ing and pouring the joints. Let me yarn be cut into pieces 
long enough to go around the pipe and lap a little. 
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The yarner takes a bundle ot these ** ends " as large as he 
can conveniently carry from one beU-hole to the next, a couple 
of cold chisels, a yarning-iron, and a hammer, and, going to the 
first joint that is ready, he should, to begin with, see that the 
joint-room is even, or alike all around the pipe, and if it is not 
the chisels should be driven into the small places so as to 
crowd the pipes into line. This, of course, provided the pipes 
are intended to be in line, and one is not trying to get around 
a curve by " taking it out of the joints." The relative amounts 
of lead and yarn to be used per joint do not seem to be deter- 
mined by any hard-and-fast rule. Referring to Figure 15 we 
can see that there is little except stiffness gained by putting in 
more than enough lead to reach back of the semi-circular 
groove, say one-quarter or one-half an inch, so that the depth 
and form of the bell must determine to a great degree the 
exact depth of lead in the joint. 

Yarn is cheaper than lead, but the time consumed in yarn- 
ing may, with lead at a very low figure, make it cheaper to 
put in only a shred of yarn and save time by filling up the 
joint with lead. 

I think some contractors have figured in this way, for 
joints of their making which I have had occasion to dig up 
seem to have been made upon that principle. 

Tarred stuff of some sort packs better and is easier to 
handle than dry rope or strings. The tarred Russia gasket, 
bought in 100-pound coils, is convenient to use for slings and 
lashings, and is just as good as ever for yarning after any 
other use. To guide the molten lead into the joint, we must 
have either a " roli '* made of ground fire-clay upon a rope- 
yarn core, or a jointer. If a jointer is used, the yarner carries 
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it with him in the trench, but a clay roll must be kept in 
shape and ready for use by the lead-boy. The patent jointers 
are made of canvas, rubber, and sheet-steel. They are very 
convenient, and can be obtained of dealers in water-works 
supplies. They are especially useful in wet places, for they 
do not easily blow out if a little steam is formed, and the clay 
roll will frequently give trouble in this particular. For mak- 
ing a good clay roll we require finely-ground fire-clay, a piece 
of board somewhat longer than the finished roll, a strand of 
rope, and a pail of water. Mix two double handfuls of the 
clay into dough, and after enough kneading to get out the 
lumps, roll the mass into a short thick club. With a stick or 
a chisel cut a slit lengthwise of the club and half-way through 
it, and lay therein a strand of rope a foot longer than the out- 
side circumference of the pipe. Bring the two edges of the 
slit together, and then, by working, stroking, squeezing, wet- 
ting, and rolling, the roll may be drawn out to an inch in 
diameter, and eight or ten inches longer than the outside cir- 
cumference of the pipe. This roll-making is the work of the 
lead-boy, who should keep the roll, when not in use, lying on 
the board covered with a wet cloth, and mend and wet it as 
the wear and tear demand. When he has packed the proper 
amount of yarn into the joint, the yarner should call out 
" roll " to the lead-boy, who will bring him the roll by the two 
rope-ends. 

The roll is wrapped about the pipe close to the bell, bring- 
ing the two ends on top, and turning them out along the pipe, 
forming a convenient pouring-hole. The roll should be 
pressed firmly into place against the bell, and the molten lead 
poured in not too rapidly. The lead should be hot enough to 
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run freely, and the furnace should be frequently moved, so 
that the hot lead need not be carried far enough to give it 
time to cool. After the joint appears to be full, and the roll 
has been removed, the yarner should examine the joint care- 
fully all around, and especially on the bottom, to make sure 
that the joint ts well filled ; and if a cavity is found it should 
be filled by a second pouring if possible, or by a plug of cold 
lead. The calker follows, and should begin on the joint by 




Figure to. 



using his chisel, cutting off the lump at the pouring-hoie, and 
then driving the tool lightly between the lead and the surface 
of the pipe all around. Having, by this operation, lifted the 
lead away from the pipe, he begins with the smallest tool and 
drives back the lead, a little at a time, all round, and, follow- 
ing with the larger tools, sets the metal in firmly with strong, 
even blows. 
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Calking is hard work and needs a muscular man to follow 
it steadily, but it is not enough that he be — 

** Darbyshire born and Darbyshire bred, 
Strong in the arm and thick in the 'ed/' — 

for he should know when a joint is right ; but above all he 
must be trustworthy and faithful, and certain to call attention 
to any joint that he cannot get into proper shape without help. 
The quantity of power required to pull apart a well-made bell 
and spigot joint will surprise one who sees it measured for the 
first time. 

In the experience which the writer has had in endeavoring 
to pull apart such joints the amount of force applied has not 
been measured with exactness, but a heavy clamp-jack having 
a pair of i J^-inch screws with four threads to the inch, worked 
with a lever about thirty-six inches long, was insufficient to 
pull apart any but pipe from which the rim or bead on the 
spigot end had been cut off so as to leave a smooth end. 

Some notion of the force applied to the joints by this clamp- 
jack, Figure 16, may be had by using the formula for power 
exerted by screw given in Goodtve's Mechanics : 



in which 



Then, 



w r 
P = — - tan (a- -h G), 



P — power applied at end of lever. 

r — mean radius of screw-thread. 

a — length of lever. 

a i— angle of thread. 

G — angle of repose. 

tan G >-i coefficient of friction. 

w — force exerted by screw. 

V_a_ 

*^ "" r tan ( cr 4- ) 
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In Figure 17, let B A represent the developed circumfer- 
ence of the cylinder on which thread is traced, and P A the 



Figure 17. 



pitch of the thread, and P B A -« a — angle of thread. 
Then 

PA 

^^ ^ "= B^ ^^^ substituting the values for this case, calling 

D A 

i}i inches the mean diameter of the screw thread, 

r — yVo inch. PA — ^ inch. 

•225 , „ . 

tan r *— — -— — .053 and a — 3*^ 2 . 
4. 71 1 

tan — .08 and — 4'' 35'. 

e -[- a — 7** 37'. tan a -h — .133724. 

P — 100 pounds, a .— 36 inches. 

P a 3,600 

^^ - rtan(a + e) " .75 X .134 " ^^'"^ P^^"^** 

This formula makes no account of the power expended in 
overcoming friction at the pivot end of the square-threaded 
screw, and the result above given should be reduced 15 or 20 
per cent. 

The same clamp-jack has been found useful in pushing a 
hydrant off its branch for repairs. 

As to the quantity of lead used in joint-making on cast-iron 
pipe the following notes are offered. Four streets having a 
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total length of 3,112 feet of 6-inch pipe consumed 1,997 
pounds of lead, or f^ pound per running foot. Two streets, 
1,796 feet of 8-inch required 1,514 pounds of lead, or ^ 
pound per running foot. 

During the past season the writer has directed the laying 
of 10,000 feet of 16-inch, 1,915 feet of 8-inch, 1,479 ^^^^ of 
6-inch, 1,817 feet of 4-inch pipe. For purposes of this calcu- 
lation it is fair to say that the quantity of lead varies directly 
as the diameter of the pipe, and that the above is equivalent 
to 11,927 feet of 16-inch pipe, and to make the joints on this 
23,579 pounds of lead were used, or 1.97 pounds per running 
foot. This is larger, as of course it would be, than the amount 
given by a single experiment on a short piece, for ten pigs 
weighing 96.7 each (average weight) filled the joints on 550 
feet of 16-inch, or 1.75 pounds per running foot. 

The quantity of yam used is not large, comparatively 
speaking, and on the three small sizes, 4, 6, and 8 inch, with 
the price at ten cents per pound, VV of a cent per foot is a safe 
figure for estimating purposes. 

The quantity of pipe laid and the number of joints made 
in a day will, of course, vary greatly in different cases. If a 
man is trying to see how many pipes he can get into a trench, 
with the minimum amount of thought as to how they are put 
in and jointed, he can make a wonderful record, and the man 
who comes after him, and has to take care of the pipe-line 
under the shocks of service, will appreciate more keenly than 
any one else the value of such a record. 

The following notes of actual work are offered, not in any 
sense as instances of model performance, but as simple illus- 
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trations : Time, July 6, 1887 ; gang 60 men, 16-inch pipe, 2 
yarners, 2 calkers, 4 to 10 men digging bell-holes, 30 bell-holes 
per day, 400 feet of pipe laid and jointed in ten hours. 



CHAPTER V. 
HYDRANTS, GATES, AND SPECIALS. 

CTREET intersections are obviously suitable places for 
hydrants and gates. 

A hydrant so placed serves more territory than one placed 
midway between cross streets, and at the intersection of impor- 
tant thoroughfares and large mains the four-way hydrants 
carrying four hose-nozzles are in every way suitable, if post- 
hydrants are chosen. 

For the narrow crowded streets of a large city the flush 
hydrants are better than the post, but, as a rule, the small 
water-works which have sprung up all over the country during 
the last few years are fitted with hydrants of the post pattern. 

If a post hydrant is not placed near a street corner, it is 
well to put it on a division line between two estates, for the 
chances that it will in the future be an obstruction are smaller 
in this position than they can well be in any other. The dis- 
tance apart for hydrants may be 200 or 500 feet, according to 
circumstances, but the larger distance should not be exceeded 
without the best of reasons. 

It has become a well-established custom to place gates on 
street lines, and the ease with which gates so placed can be 
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found is a sufficient reason for not departing from the custom 
except in some special cases. In unpaved streets a gate-box 
located at a corner on a street line may be a source of trouble 
if the travel about the corner is considerable, for the wearing 
of the road will soon leave the box projecting above the sur- 
face to a dangerous extent. In cases where this condition of 
things is likely to obtain, the writer has thought it wise to 
move the gate ten feet away from the street line, and it is fair 
to ask if a uniform distance of ten feet would not have some 
advantages over a strict adherence to street lines. 

The superintendent or the engineer or his assistant should 
follow the pipe-laying gang closely enough to locate every gate 
and special before it is covered by the back-filling gang. If 
one should perchance miss the location of something, he will 
be both surprised and amused to see how wild and yet how 
confident will be the guesses of a bystander who saw the gate 
covered the day before, and then tries to assist one in find- 
ing it. 

In locating and making notes for future reference, a little 
judgment is required to enable one to choose permanent and 
easily-found landmarks. 

Fences and stone-bounds come first, as a rule, and the post- 
hydrants furnish excellent measuring points. Lamp-posts are 
reasonably permanent, but trees and hitching-posts illustrate 
the ** mutability of human affairs " of Dominie Sampson. A 
rough sketch, with no regard to scale, will be found more intel- 
ligible after sixty days than a written description. 

As a rule, it does not pay to build gate-boxes so that a man 
can get into them to oil and pack the gates. In paved streets 
vhere digging is both expensive and inconvenient for the 
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public, large brick manholes are of course demanded, but for 
town and country the cast-iron gate-boxes, well known to the 
trade, leave little to be desired. 

The writer has heard of main-pipe specifications which 
called for a bed of concrete under each gate and hydrant. 
Under a hydrant in wet, uncertain ground the concrete may 
have some value, but under a gate there seems to be no call for 
it ; indeed, it may be a source of trouble should the pipe settle a 
little and the gate be unable to follow. When a hydrant is 
placed in an ideal manner, it has a firm foundation in a large 
flat stone or good earth, good backing of stone or well- 
rammed earth and perfect drainage. If a sewer is not 
available, fair drainage may be secured by surrounding the 
base of the hydrant with broken or round stone, provided the 
ground has any absorbing power, and in clay, a small well may 
be sunk at some distance from the hydrant, enough below it 
and of sufficient diameter to contain three or four times as 
much water as the hydrant-barrel will hold. A small drain is 
then run from the hydrant to the well and the well is pumped 
out as often as need be. 

Frost-jackets seem to be going out of fashion. Without 
doubt they have little value in sandy or gravelly soils. In clay 
the action of the frost may be expended on the jacket and so 
save the barrel some straining, but men of experience are not 
wanting who declare that the use of frost-jackets may be safely 
abandoned. 

Generally speaking, the plugs for main pipe furnished by 
the foundries are unnecessarily heavy, unless made from 
special patterns. 
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In Figure i8 is shown the pattern adopted and used by 
the writer for the past five years. 



•ar- 
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Majn Pipe. Plug* 

FicrRB x8. 
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The following table gives the dimensions for plugs to be 
used with four, six, eight, and ten inch pipe : 



Size of Pipe. 


D 


B 


H 


T 


/ 


d 


4 '. 


5^ 


4 
6 

8 

10 


6 
6 
6 
6 


1 


1 


1 


6 


8 


lO 





The sleeve shown in Figure 19 differs from the ordinary 
pattern only in having an inside rim which furnishes a sup- 
port against which the joints can be made. The diameter of 
this rim should be fixed with some care and with reference to 
the outside diameter of the pipe with which the sleeve is to 
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be used ; for unless the sleeve will slip over a pipe from which 
the spigot end has been cut, the chief advantage of this special 
casting will be lost. 




Maim Pipe Sleeve 

Ftguvb xg. 



Sleeves are all but indispensable in bringing two parts of a 
pipe-line to a junction between two rigid points, and they may 
be found useful in assisting one to use up pieces of pipe with- 
out bells. Some foundries make their special castings with 
bells all around, while others send out their single and double 
branches, with spigots on one end of the main run. The 
writer has found the "bells all round " pattern to be the most 
economical in the way of using up the pieces, but on every job 
of magnitude cases will arise in which the spigot-end special 
will save cutting pipe. 

If practicable, main-line junctions should be made with 
specials a size or two larger than the pipe — that is, two 8-inch 
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lines may cross each other at right angles, though a lo-incfa 
double branch, and the New Bedford pipe plan by Mr. Cog- 
geshall, given in a previous chapter, furnishes another case in 
point. 

BACK-FILLING. 

The best possible work in back-filling a trench is done with 
water, but oftener than not, perhaps, we must be content with 
ramming and tamping the dry earth. If time enough is put 
into it, and there is only one man shoveling to each man with 
a tamp, good work can be done without water, but such a 
method is expensive, and with contractors, as a rule, it is not in 
favor. The best results with dry earth are obtained when the 
dirt is spread evenly in layers, not more than six inches thick, 
and each layer is thoroughly tamped and trodden before 
another is added. 

If he works as he should, the man in the trench will find the 
pounding and treading harder than shoveling, and to even 
things the shoveler and tamper may change places several 
times during the day. If water is used it should not be in 
such excess as to make " pudding *' in the trench, and the 
amount of wetting must be proportioned to the absorbing 
power of the filling. The water does its work by carrying 
down the fine particles of earth as it soaks away, and more 
than enough to do this thoroughly is not needed. 

If the trenching has been properly done, the top of the 
street — ^that is, the good gravel, or the macadam — has been put 
by itself on one side and should be raked over, and the stones 
and fine material separated ; the stones to be put in just under 
the surface which is to be finished with the fine material. The 
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amount of crowning to be given the top of trench should 
depend upon the thoroughness with which back-filling has been 
done, the size of the pipe, and the character of the soil. If a 
trench has been well filled a rise of six inches is ample, and if 
this does not settle down even with the road after one or two 
hard rains it will have to be cut down if the road surveyor does 
not want to wait for wear and tear to level it. Some contract- 
ors prefer to fill without much tamping, crown the trench a 
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foot, and then either repair the road after a month or two or 
deposit with the superintendent of streets a sum large enough 
to cover the cost of repairs. If sand has been taken from the 
trench it will ruin any road if allowed to come near the surface, 
by working up through a thin layer of good road material. If 
sheet piling has been used it may be removed after the trench 
is half filled by means of a clamp and lever shown in Figure 20. 
A 4x6 stick, a piece of chain, and a pile of blocks may be maae 
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to do the same work, but not so conveniently. The apparatus 
shown in Figure 20 is copied in part from a blue print pre- 
sented at one of the meetings of the New England Water- 
Works Association by Mr. William B . Sherman, M. E., of 
Providence. R. I. The horse should be well braced with iron 
rods, and may be protected on top by a plate of light tank- 
iron. 

FILLING NEW PIPES. 

Pipes should be filled slowly and carefully, because under 
certain conditions great damage may be caused by too rapid 
filling. A long line should be filled one section at a time, and 
no gate before an empty section should be fully opened until 
positive evidence can be had that the section is filled. If the 
iine to be filled carries hydrants, the air can be allowed to 
escape through them, but if these outlets cannot be had air- 
cocks on the summits are necessary, 

A special form of air-cock can be had in the market, but 
for ordinary use any convenient form of corporation cock may 
serve the purpose by arranging a lever-handle and a blow-off 
pipe to be operated at will. In concluding the main-pipe 
division of his subject the writer presents in Figure 21 
sketches of a tool wagon for use in main-pipe or sewer con- 
struction. The drawings are made from blue prints presented 
by Mr. R. C. P. Coggeshall, Superintendent of the New Bed- 
ford, Mass., Water- Works, at one of the meetings of the New 
England Water- Works Association. 

TOOL-WAGON. 

R. C. P. Coggeshall, Superintendent, New Bedford Water-Works. 

This tool-wagon was planned by Mr. Ashley, foreman of this depart- 
ment, and was built by the regular employees during the winter months, at 
Intervals whenever an hour or two could be spared. The cost as given 
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below would in consequence probably exceed the amount at which this 
tool-wat^on could be built by contract. 

Estimate of Cost. 

Set of wheels and pole |«i oq 

Axles, $io; bolts.ta ,3 qq 

Uoor-pulls, 50C., 4 bolts $1.40 i go 



40 

93 
90 

31 



6 pair hinges, |i ; 4 pair back-fiapfi, 40c i 

7 pair strap-hinges, $1.33 ; i dozen hooks, 60c 1 

3 chain bolts, 90c. ; 10 feet chain, $1 i 

Screws, $41^ I nsAls, $2.15 6 

303 feet i-inch matched pine, planed 15 58 

153 feet i-inch matched spruce 3 52 

130 feet 3-inch spruce, planed 2 33 

Blacksmithing 30 49 

Labor and painting 105 00 

Amount $214 36 



Contents. 



4 sets of lead and gasket irons, 
4 drilling hammers, 

1 stone hammer, 

2 dozen cold chisels, 
6 diamond points, 

6 cutting-out irons, 
12 joint wedges. 

2. 
4 lengths hose. 



40 picks and shovels, 
3 stone sledges, 
6 striking hammers, 

Hydrant key, 



Goose-neck, 

Paving-pounder and hammer, 

3 stone chains, 

3 wheelbarrows of wood, 

2 buckets of clay, 

6-foot measuring-stick. 

4. 
20 dinner-pails. 

5- 
Tackle. 

Nails and hammers. 

6. 
Small locker for spare tools, 
Plug drill box, 
9 lanterns and oil-can. 



Can, powder and fuse, 3 hoes, coil gasket, 6 pigs lead, furnace, 2 
barrels coke, lead kettle and spoon, bell pole, saw^ tamping bar, 12 buckets, 
6 lantern sticks, 4 iron bars, 14 blowing-dnlls. 



CHAPTER VI. 

SERVICE-PIPES. 

Definition — MatericUs — Lead vs. Wrought Iron — Tapping 
Mains for Services — Different Joints — Compression 
Union Cups. 

"D Y common consent and general usage, the term service- 
pipe is applied to the tube which conveys water from 
the street-main to the premises on which it is to be used. In 
the majority of cases the service-pipe proper ends just inside 
the cellar wall, and the term house-pipes is a suitable one to 
apply to the tubes which convey the water from that point to 
the various fixtures in the building. 

There seems to be substantial agreement among those best 
qualified to judge that lead is the most suitable material for 
service-pipes, but in spite of this the first cost of lead pipe and 
the popular prejudice which is often found against it has pre- 
vented its adoption in many recently constructed works. This 
is not the place for a thorough discussion of the subject, but 
those who care to follow it are referred to a paper by Mr. 
Walter H. Richards, C. E., Engineer and Superintendent of 
the New London, Conn., Water- Works, which was published 
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in the transactions of the New England Water- Works Associa- 
tion for 1884, and to Professor Nichols* " Water-Supply f rom 
a Chemical Standpoint." 

Lead pipe is to be preferred because it is the most dura- 
ble, the most easily worked, and the smoothest pipe now in 
the market. Its substitutes are plain wrought iron, tarred 
or enameled wrought iron, galvanized iron, and wrought iron 
lined with cement. 

One's choice really lies, then, between lead pipe and 
wrought-iron pipe with some protecting coating. Tin-lined 
lead pipe is not, to the writer's way of thinking, worthy of 
much consideration. The tin lining is thin and easily broken 
in working, and if the lead be exposed at any point the chance 
for some galvanic action, followed by the formation of lead 
carbonate or lead oxide, is too great to be taken. If any 
combination of chemical and physical reasons in some special 
case should render lead pipe unadvisable, a perfect though 
expensive substitute may be found in pure block-tin pipe. 

The experience of every city and town which uses lead for 
service-pipe is, so far as I can learn, that a thin brownish 
insoluble coating soon forms on the interior walls of the 
pipe, and then all further action ceases. The cities of New 
York and Philadelphia ; Boston, Worcester, New Bedford, Fall 
River, in Mass.; Denver, Col, Atlanta, Ga., Chicago, III, 
Wilmington, N. C, to go no further in this country, and Glas- 
gow and Manchester abroad, use lead pipe, and this considera- 
tion would seem to dispose of the question as to its healthful- 
ness, leaving only the question of cost to be considered, and 
upon this latter point Mr. Richards' paper referred to gives 
some interesting figures. 
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TAPPING. 

Except for special reason, a main should not be tapped for 
service-pipes until it has been filled and, better still, if possi- 
ble, not until it has been thoroughly flushed. 

Cast-iron pipes must be entered by means of some sort of 
tapping machine. There are several machines for this work 
upon the market, and one will not make a mistake in buying 
any one of them, provided it is offered by trustworthy parties. 
It is well to bear in mind, in selecting a machine, that it is to 
be carried about, and perhaps knocked about ; that it is to be 
used in all sorts of trenches, wet and dry, muddy, sandy, and 
rocky, and, therefore, that it should be light, strong, simple, 
and with as few wearing parts to collect sand and grit as 
possible. It will be well for any mati who taps a pipe under 
pressure for the first time to choose, if he can, a section which 
can be easily shut off, for it will be nothing strange if he has 
to shut down and take off the machine to get the cock into the 
pipe. Printed directions for operating are furnished with each 
machine, and a week's work will make one independent of them. 
That which is screwed, soldered, or driven into the main 
pipe is the corporation cock ; at the sidewalk we have the 
curb or sidewalk cock, and just inside the cellar wall should 
be placed the house shut-off, or stop and waste cock. 

In the early days of the Boston Water- Works sidewalk cocks 
were not used, and to shut off the premises wholly from the 
main the Water Department was obliged to dig down to the 
corporation cock. This condition of things was unsatisfac- 
tory, and, under the direction of Assistant Engineer Brackett, 
sidewalk cocks are being inserted. 
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As to the house shut-off just inside the cellar wall, there 
, seems to be no good reason why the Water Department, or 
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the water company, should furnish that, except to secure uni- 
formity and a first-class fixture. That there should be a good. 
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sound, easy-working shut-off cock at that point there is no 
sort of doubt, but who should furnish it may be left as an 
open question. In Taunton it is furnished by the consumer. 

Referring to Figure 22, in which is represented the partic- 
ular pattern of corporation cock, with full ^-inch way 
designed by the writer, for use upon the Taunton Water- 
Works, the end M is the end which is screwed into the main. 
The general form of this end is the same no matter 
what is used for service-pipe. Something is saved in 
the cost of manufacture by using the same thread at 
S and M. Eleven, twelve, fourteen, or sixteen threads to 
the inch are admissible, but fourteen has been found to give 
good results in the practice of the writer. At the end S and 
in the parts immediately following there is room for great 
variation in form and method. With the nut u (shown also in 
section) and the tail-piece forming a ground union-joint at 
the end S, this form of cock may be used (i) with lead 
service-pipe by making a wiped joint or a cup-joint between 
the lead pipe and the tail-piece; or (2) with any kind of 
wrought-iron service-pipe by joining on to the tail-piece a 
short piece of lead pipe, perhaps 18 inches, just as if the ser- 
vice were to be of lead pipe, and then, by attaching a solder- 
ing nut, as shown, and continuing the line with screw-joint 
pipe. 

There is.a form of corporation cock in the market in which 
the end S has a female connection so that wrought-iron pipe 
may be screwed directly to the cock without the intervention 
of lead pipe, but this form cannot be recommended for gen- 
eral use, because the flexibility of lead pipe is needed to insure 
safety against overstraining from settlement in the trench. 
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In addition to the joints made with lead pipe by wiping or 
cupping, there is one which may be called the compression- 
joint. Some regard this joint as to be preferred to any joint 
which depends upon solder, but the writer's experience does 
not lead him to take this view of it. 

The compression-joint was in use a few years ago in 
Taunton, but was abandoned for a cup-joint. The corpora- 
tion-cock then in use was shaped at the end S like the pro- 
jecting part of N in the compression-joint shown in Figure 
22, and tightness was secured by scraping the outside of the 
lead pipe to a reasonably smooth surface, so that the cone- 
shaped nut would draw the lead pipe firmly over the conical 
projection ; the lead pipe having been first spread by driving 
in a solid plug. 

It is evident that this principle can be applied in a variety 
of ways, and that castings can be designed to fit any combina- 
tion of materials. For example, the cup-joint in Figure 22 
shows how a wrought-iron ser\nce-pipe may be joined to a 
lead connection from the corporation-cock. The lead pipe is 
attached by a wiped or cup joint to the soldering nut, which 
is tapped out to receive any size of wrought iron or brass pipe 
that one chooses. 

Still another form of joint has been brought to my atten- 
tion, by Mr. J. G. Briggs, Superintendent of Water-Works at 
Terre Haute, Ind., and shown also in Figure 22, as a union 
lead joint. Mr. Briggs says the idea is not a new one, but 
was used twenty years ago or more by an English company 
who did a large amount of work at Rio Janeiro, Brazil, and 
that in San Francisco the joint has been used for sixteen 
years with good results. The- lead pipe is put through the 
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brass thimble, and the end hammered or riveted over on a pin 
made for the purpose, and tightness secured by a washer. If 
this washer be of lead it will last, but it would seem as though 
a leather or a rubber washer would be too short-lived to be 
wholly satisfactory. As to the merits of this joint the writer 
has no practical knowledge, but the fact that Mr. Briggs favors 
it would, in the vernacular of the stock market, be counted as 
a *• bull point " for it 



CHAPTER VII. 

SERVICE-PIPES AND METERS. 

Wiped' Joints and Cup- Joints — The Lawrence Air -Pump — Wire- 
Drawn Solder — Weight of Lead Service-Pipe — Tapping 
Wrought-Iron Mains — Service-Boxes — Meters, 

nr HE regulation wiped-joint is one of the awful mysteries 
of the plumber's craft, and a description of its making 
would avail but little. It is the plumber's shibboleth, and if 
one of the trade can be found who will admit that any other 
joint is its equal he may be counted as one out of many. It is 
not to be denied that in many instances nothing can equal in 
appearance and fitness a well-wiped joint, and a thorough 
workman certainly knows how to make one ; but a well-made 
cup-joint is equally strong — perhaps stronger — does not require 
a tenth part of the solder, and is made more quickly and with 
less practice. 

A cup-joint is shown in Figure 22, and is made by expand- 
ing the end of the lead pipe with a properly shaped plug, 
scraping the inside of the cup with a jack-knife to give a sur- 
face of clean metal, dropping a soldering nut or tail-piece, 
properly tinned, into the cup, heating the whole joint by some 
appropriate method, and finally by filling the thin annular 
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space between the cup and the tinned brass casting with melted 
solder. If these details are properly executed a perfect joint 
is the result. The writer has had several of these joints sawn 
in two and the bond is then seen to be perfect. 

This joint was brought to the writer's attention by Mr. 
Dexter Brackett, Assistant Engineer of the Boston Water- 
Works, and a study of the method and its results will show 
that this is not a " tinker's joint," for it is used in Boston, 
Lawrence, New Bedford, and Taunton by the water depart- 
ments of those cities, who have no sort of reason for using any 
methods or materials but the best. 

The only portions of the process of cup-joint making which 
call for special mention are the method of heating the joint 
and the kind of solder to be used. 

We should note in passing, however, that while the plug is 
being driven to form the cup, that this end of the lead pipe 
should be firmly held in a vise between two cast-iron half- 
round clamps that are cut out to correspond with the outside 
shape of the cup. When under these circumstances the plug 
is driven home, the lead forming the walls of the cup is com- 
pressed, and anything like a blister or defect has a chance of 
being closed. 

For heating, Mr. Brackett uses, or did use, a sweating-iron, 
and so did the writer until Mr. Henry W. Rogers, formerly 
Superintendent of the Lawrence Water- Works, introduced a 
blow-pipe and air-pump apparatus, which is a great improve- 
ment in speed and convenience over a pair of hot irons. 

The air-pump and the blow-pipe or lamp are shown in 
Figure 23. A jet of water, whose size may vary with the 
pressure under which it is to be used and the work to be done, 
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from tV*^^^^ ^^ J(-inch, induces a current of air to enter the 
tee, and water and air together enter the separating chamber 
C made of 2-inch brass or iron pipe. The water flows off 
through the trap or bent pipe to waste and the air through the 
smaller pipe to the lamp or blow-pipe. When the apparatus 
is in operation the outlet for the air is so small that air accu- 
mulates in the separating chamber and forces the water down 
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below the the top of the trap a distance depending on the 
special conditions which exist in any given case ; and the 
pressure under which the air accumulates is measured by the 
difference between the heights of the two water columns in 
C B and T B. The lamp is a Bunsen burner and the quantity 
of air from the pump, and of common gas from a convenient 
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jet, may be so regulated as to produce a flame hot enough to 
make a bit of chalk glow like a calcium light. In fact there is 
an excess of heat for joint-making purposes, and a little expe- 
rience will be required to prevent one from getting the metals 
so hot as to cause the solder to run through. 

A very convenient form in which to use the solder is that 
given by drawing the common sticks into wire, about ^-inch 
in diameter. Wire solder has been for sale at a high price, 
and a large consumer would find it cheaper to build a small 
mill and draw the wire for himself than to pay twenty-five cents 
per pound. 

There seems to be no standard weights for the various 
sizes of lead pipe, and an examination of a '^ Table showing 
weights of lead service-pipes used in various cities/' which was 
compiled by Mr. William B. Sherman, of Providence, R. I., as 
an appendix to^ Mr. Richards' paper before referred to, will 
show more clearly than anything else the absence of uniformity. 

For any but excessive pressures, exceeding 150 pounds per 
square inch, the following weights will be found sufficient : 



Size Inches 

Weight per foot . . .Pounds 



y^ 

3 



3K 



4 



I 






7 



TAPPING WROUGHT-IRON MAINS. 

There are more different methods of tapping cement- 
lined or coated wrought-iron pipe of any sort than of tapping 
cast-iron mains. Cast iron is seldom less than half an inch in 
thickness, but with wrought iron the actual thickness of metal 
is one quarter of an inch or less, and it is evident that such 
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different conditions call for different treatment. Figure 24 
shows in section the apparatus used for tapping wrought-iron 
kalamein pipe, used by Mr. Frank E. Hall, Superintendent of 
the Quincy, Mass., Water Co., and to whom I am indebted 
for a drawing of the machine. A packing of sheet-lead is put 
between the clamp and the pipe at the point to be drilled, and 
if tightness is not secured by screwing the nuts down hard, 
the lead can be calked up. 
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With cement-lined pipe a similar clamp may be used, and 
such a clamp is a regular article of trade. A corporation 
cock may, however, be soldered or wiped directly on to the 
wrought-iron pipe without any clamp, and this is now the prac- 
tice in many places. A small portion of the outside coating 
of cement is carefully broken away, the pipe is thoroughly 
cleaned and tinned, the cock is then attached to the main by 
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soldering with an ordinary iron, or by wiping, and then, with 
an arrangement similar to that shown in Figure 24, a hole is 
drilled, passing the drill through the opened cock. After per- 
foration the drill is withdrawn just far enough to allow the 
tapper to close the cock, and then the tapping apparatus is 
removed, the stuffing-box at P having kept the water back 
during the operation. Any convenient form of drill may be 
used, but Figure 22 shows the form used at Plymouth, 
Mass. 

SERVICE-BOXES. 

Considerable ingenuity has been expended in efforts to 
devise a cheap and satisfactory service-box. Wood was, 
naturally enough, one of the first materials to be chosen, and 
scored at first an apparent success when the stock was kyan- 
ized, but even if the preserving process proved to be in some 
cases successful, the frost made stumbling-blocks of the boxes 
by throwing them above the sidewalk level. Combinations of 
drain-pipe, light and heavy castings, and wrought-iron pipe 
with cast-iron bases might be described, but none of them, so 
far as the writer can judge, are any better, if as good as a 
simple cast-iron box in two principal parts sliding, telescope 
fashion, one inside of the other. The extension shut-off boxes, 
well known to the trade, give entire satisfaction, and at the 
price at which they are now offered it will hardly pay for any 
one to design a new pattern for any but special cases. 

METERS. 

Of making many meters there has been no end, and much 
experience with some of them is a weariness to the flesh. Of 
the six hundred or more that have been patented, six or less 
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have come to any extensive use in this country, but in the 
value of that half dozen the writer has an abidinji: faith. 
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The important points in setting a meter are perfect pro- 
tection against freezing, a firm support, accessibility, and in 
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^ome cases protection against meddlesome fingers. Too much 
care cannot be exercised in the first of these points, for a frozen 
meter is worth its weight in junk only, as a rule, and meters 
have been known to freeze in cellars in which the potatoes (so 
the owner said) never froze. If a house is to be metered, and 
the cellar is without a furnace, the safest place for the meter 
is just below the cellar bottom, and if the ground is too wet to 
allow this, and draining the cellar is out of the question, then 
a tight double box, with a 2-inch air-space, affords the next 
best solution. 

Even if a house is not to be metered, it often is wise to 
enter the service-pipe from the street below the cellar bottom, 
as this affords protection to the pipe and secures cooler water 
in summer. In some cases the only place for a meter is in a 
driveway, a sidewalk, or a lawn, and in such cases a brick well 
with a cast-iron cover, the whole costing nearly $25, offers the 
best arrangement, as shown in Figure 25. 

Meters should be well supported, either by a hanging shelf 
or a brick pier if one wishes to avoid all chance of springing 
the joints or the shell of a meter. 

With lead pipe there is, of course, not the chance to hang 
the meter by the pipe that there is when iron or brass is used. 
It is quite important that a meter be so constructed as to have 
the inlet and outlet in the same line, and the distance from 
face to face of the inlet and outlet points exactly the same on 
all meters of the same size, for the best have to come out 
once in a while for repairs or cleaning, and then, with proper 
construction, a piece of pipe may take the place of the meter, 
with no inconvenience to the consumer. 



CHAPTER VIIL 

NOTES ON THE CONSTRUCTION OF ABOUT TWO 
MILES OF 16-INCH WATER-MAIN. 

T^HESE notes are offered because the writer's experience 
has led him to believe that detailed statements of cost 
and of methods are not overabundant, and that a modest con- 
tribution to this department of engineering literature, even if 
it border on the commonplace, will not be unwelcome. 

The city of Taunton, Mass., is supplied by direct pumping, 
and there is no store of water for any emergency. The pump- 
ing-machinery is in two portions, and under any ordinary con- 
ditions either portion is competent to maintain the supply, but 
we cannot, of course, be content with provision for nothing 
but ordinary conditions. 

For that district of the city which is more distant from the 
pumping-station and higher than the City Square, the distrib- 
uting portion of the system has been for some time inade- 
quate, and, moreover, the small pipes have made it impossible 
for the city to receive from a powerful pumping plant belong- 
ing to a manufacturing establishment in that district the aid 
which might be rendered should the public pumping-machinery 
become disabled. The need for a new and larger main arising 
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from the foregoing conditions was easily made evident to the 
proper authorities, and its construction was ordered. 

The line was surveyed by the writer with one assistant in 
April, 1887, and the accompanying illustration shows the main 
in plan and profile, with its immediate connections. 

The pipe began to arrive in May, and was carted on low 
two-horse trucks for 64 cents per gross ton, over good roads, 
for an average distance of about i}i miles. 

Referring to the plan, the work from A to B was without 
special features or difficulties. With the exception of a short 
stretch of quicksand and water at and near the first turn north 
of A, the digging was good and the trench required no 
bracing. The distance from A to B is 2,927 feet, and the cost 
of labor for this section was 32.3 cents per lineal foot. This 
includes all labor charged on the time-book, from the foreman 
to the water- boy in a gang of about sixty men. 

From the point B to the end of the line at E, an 8-inch 
main was removed and a temporary supply maintained, so that 
no consumer on the line was without water for more than an 
hour or two at any one time. That the sections requiring 
temporary supply might be as small as possible, two gaps in 
the distributing system were closed ; the first one on Broad- 
way north and south of Jefferson Street, between points F and 
G ; and the second between the dead ends on Pleadwell Street 
and on Fourth Avenue, which were brought to a junction, as 
shown on the plan. The first connection gave Jefferson, 
Madison, and Monroe Streets a continuous supply while Bay 
Street was cut off, and the second made possible a temporary 
surface connection, indicated by the dotted line, from Fourth 
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Avenue to Third and Fifth Avenues, which came in use when 
Whittenton Street was cut out. 

It is to be understood, of course, that Washington Street 
continues in a northerly direction (see plan), and by cross lines 
completes a circuit for Whittenton, Bay, and adjoining streets. 

The profile makes the proper positions for the blow-ofiPs 
self-evident, and they are all six inches in size. The only 
portion of the pipe that cannot be drained by the blow-offs is 
found on Whittenton Street a few feet east of the line of the 
Old Colony Railroad, where a short trap exists, because of our 
unwillingness to disturb and wholly relay a first-class lo-inch 
drain which had been put in by the street department. 

While this departure from the grade destro)rs the perfect 
drainage at which we had aimed, it will probably in actual 
practice be found to be of no real importance. 

The position of the main i6-inch gates is shown on both 
plan and profile ; they are of the ordinary upright bell-end 
Chapman pattern, not geared, with the exception of the one 
on Bay Street, near Maple Avenue, where the shallow trench 
obliged us to use a geared gate Ijring on its side. 

At two or three points the stems of the upright gates came 
so near the street surface that the only box which could be 
used was Morgan's AAA extension valve-box, or one of like 
pattern. 

The method followed in maintaining the temporary supply 
was adopted after careful consideration of three alternative 
methods ; it is not new, for since this work was finished we 
learn that it is essentially the same as that followed by Mr. 
Coggeshall in a similar case in New Bedford. 
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A temporary supply for consumers on a cut-out section 
may be furnished (i) by carrying water in tubs or buckets 
from the nearest available hydrant ; (2) by laying a screw- 
joint pipe along the curb line, with stand-pipes at convenient 
intervals from which the consumers can draw at their pleasure; 
(3) by laying the screw-joint pipe as in the previous case, and 
then connecting each service-pipe by means of hose at a point 
near the corporation cock. The last method was adopted, 
and it is made clear by the accompanying sketch, in which the 
conditions represented are such that water under pressure 
comes as far as the large gate in the trench. The section 
which is temporarily shut off begins in front of the large gate 
and extends to the next gate on the old line, which is coming 
up, or to a point on the old line, which may be conveniently 
plugged if the next gate is too far away. The temporary pipe 
near the curbstone is common ij^-inch screw-joint pipe con- 
nected with the hydrant by i j4-inch hose and special brass 
couplings,, and supplies i-inch branches taken off at conve- 
nient points, carried down as shown, and connected with each 
service by J^^-inch 4-ply extra heavy rubber hose having 
special couplings, the nuts of which screw directly on to the 
end of the i-inch cement-lined service-pipes, making a joint 
with a leather washer. 

ITEMS OF COST. 

Purchase Street — In making preliminary estimates i* is 
comparatively easy to get at the cost of materials, but the cost 
of labor and incidentals is oftentimes uncertain to an aggra- 
vating degree. 
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The following figures of cost of labor are believed to be as 
near the truth as it is practicable to get them without employ- 
ing skilled clerical labor in keeping time. 

Referring to the plan and profile it will be seen that Pur- 
chase Street for more than half its length is straight and 
practically level ; it is forty feet wide, and, with the exception 
of a short section near Broadway, furnished sandy digging 
with some tendency to caving. 

The crossing of the brook near Bay Street and the locating of 
the blow-off called for some comparatively deep digging — say 
ten or twelve feet in depth for 100 feet. The old 8-inch pipe 
was removed, and eighteen services were furnished with a tem- 
porary supply, and the total labor on this street cost $729.62. 
The distance is, say, 2,100 feet, so that the cost per lineal foot 
was 34.7 cents for the section between B and C on the plan. 

Bay Street, — This though not the most expensive section 
was the most troublesome, for the difficulties were discourag- 
ing. The street is forty feet wide, has a horse-car track 
running through its entire length, with cars passing about once 
in fifteen minutes ; from Maple Avenue to Britannia Street 
the line follows a sewer-trench so closely that the caving of 
the banks was almost constant. The digging was dry and 
sandy. The sidewalk on the west side was appropriated and 
all the excavated material was piled thereon ; planks were 
thrown across the trench to enable the occupants of houses to 
pass in and out, and hemlock boards against the open fences 
kept the sand and gravel from the grass plots. The old 8-inch 
main was removed, the supply maintained for fifty-three ser- 
vices, the movement of the horse cars was not obstructed, and 
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the total labor cost 41.8 cents per lineal foot — on section C D 
on plan. 

Whittenton 5/ir^^/.— Here the digging was wet and dirty, but 
as the street is 65 feet wide there was ample room. Old pipe 
to remove, temporary supply to maintain for 30 services, and 
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four connections, new and old, made for the Whittenton Man- 
ufacturing Company at and near E on plan made the total 
cost of labor 47.4 cents per lineal foot. The mill connections 
were the principal causes of this increase in cost. 



THE TEMPORARY SUPPLY. 89 

The foregoing figures are largely in excess of the cost of 
labor on ordinary pipe lines. For example, a detachment from 
the same gang of men who laid the pipe referred to above, laid 
about 2,000 feet of 8-inch pipe in new ground, good digging, 
at a cost of 17.3 cents per foot for all labor ; two pieces of 
4-inch, each about 530 feet long, for 13. i cents per foot, and 
600 feet of 6-inch for 15.38 cents per foot. 

THE TEMPORARY SUPPLY. 

The cost of work such as this will, of course, vary greatly 
with circumstances, for if new pipe and fittings must be pur- 
chased the cost will be much greater than it would be if old ma- 
terial and odd pieces can be worked up. 

In this particular case we bought, expressly for this work, 
about half of what we used. The labor for the temporary sup- 
ply-pipes footed un to $230.29, or about 3 cents per foot, while 
the new material purchased cost nearly 4 cents per foot in 
addition. A little less than 7 cents per foot for the 7,800 feet 
of pipe required for the temporary supply was the cost as 
nearly as can be ascertained. The pipe supplying Third and 
Fifth Avenues, from the hydrant on Fourth Avenue, was laid 
on the surface across the lots. 

The total cost of the line and its connections may be stated 
as follows : 

i6.inch pipe, 135 pounds per foot (@ |34'5o) $22,698 09 

6 and 4-inch pipe 563 52 

Gates, hydrants, valves, globe special castin/s and 

sundries 7t728 56 

Old style special castings 200 00 

Labor 4,429 02 

$35,6iq 19 



CHAPTER IX. 

TABLES OF COST. 

T7HR0UGH the courtesy of Mr. Dexter Brackett, C. E., 
Superintendent Eastern Division of Boston Water- 
Works, I am able to present detailed dimensions of the cast- 
iron water-pipes used in that city, together with a table 
showing the cost of pipe-laying under Boston's methods and 
conditions : 
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y M for 4-inch, 6-inch and 8-inch pipes 0.6 inch* 
** lo-mch and xa-incb ** 0.8 ** 

** larger fixes " 0.85 " 



" The pipe-joints are composed of hemp gasket and lead 
the lead being about 2j^ inches in depth and thoroughly 
calked. The quantity of lead required for different sizes of 
pipe can be expressed by the formula /— 2^/, in which /«= 
pounds of lead per joint, and d — diameter of pipe in inches, 
and as the pipes are usually twelve feet in length, the quantity 
of lead required per lineal foot of pipe equals one-sixth of the 
diameter of the pipe in inches." 

The average cost per lineal foot of water-pipe laid in 
Boston is shown in the table on page 92. 

The centre of pipe is laid five feet below surface of 
ground. Labor at $2 per day. Pipe, i >^ cents per pound. 
Special castings, 3 cents ; lead, 5 cents per pound. Cost of 
rock excavation, $3.50 to $5.50 per cubic yard, measured to 
neat lines. 

By permission of Mr. Eliot C. Clarke, C. E., we are able to 
present the following useful tables of cost of excavation and 
brick-work. These tables, with others, were calculated espe- 
cially for sewer-work, but apply, of course, to water-conduits 
as well, and the compilation of them was made for use during 
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surveys made for the Massachusetts Drainage Commission in 
1885: 



Cost of Handling Water per too Linear Feet of Trench, 





<feet 
Deep. 


xofeet 
Deep. 


i^eep. 


90 feet 
Deep. 


a< feet 
I>eep. 


SLIGHTLY WET—Hasd-pmnp 


$600 

71 so 
X17 00 


$7 00 

73 50 
1x9 00 


♦950 

7650 
xa6 00 


$X9 00 

»03 45 
164 00 


$c8 00 


QUITE WET— One itMuii-piiittp ; ODe line 
8-ioch pipe at aoc. per foot ; welb every 
«oo feet : moving engine, etc., every 500 
feet ; rent of pomp and engine, $9 per 
day ; one engineer, fa 50 per day ; tnel. . 

VERY WET— Two steam pnmpt; xa-inch 
pipe at 36c. per foot ; welfseverv avo feet ; 
two enginea; three engineen; tnel 


"7 45 

336 00 



Average Cost per Lineal Foot of Water Pipe Laid in Boston. 
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In a letter to the writer Mr. Clarke says : *' It should be 
understood that they (the foregoing tables) were made for a 
special purpose and are of limited applicability. Roughly 
approximate results were all we needed. Tables were based 
on then (1885) existing Boston prices for materials and labor, 
and average conditions affecting work." With this guiding 
statement the tables may be safely used in making preliminary 
estimates. 






inpiiiRCCORDI 



[Founded in 1877] and prior to 1887 known as TA^ Sanitary 
Engineer^ is the recognized authority on Municipal and Build- 
ing Engineering. It has subscribers in all countries where there 
are engineers who can read English. In 1892 it was enlarged 
by the addition of a department conducted, as is its custom, 
under the advice of an expert, in which notable industrial plants 
are regularly described and illustrated, the steam and power 
plants being a conspicuous feature. 

" The success of this publication has been niai*ked in many 
ways ; not only has it become a source of profit to its pro- 
jector but it has been of incalculable value to the general 
public whose interests it has always t»xyeAy— Cincinnati 
Gaxette. 

" It stands as a fine example of clean and able Journalism." 
— Raiirpod Gazette. 

It is published every Saturday, $5 to United States and 
Canada, $6 to other countries. Sample copies and list of its pub- 
lications free. Address 

227 PEARL STREET, NEW YORK. 



Contractors /or Municipal and Government Work and Manu- 
facturers of Engineering and Building Supplies will find every 
week in the Proposal Advertisements and Contracting News col- 
umns of "^YiE. Engineerino ^^ZOKTi important items indicat- 
ing the wants oj U. S. Government^ Municipal Authorities^ Water 
Companies^ and Building Committees of Public Buildings. Injor- 
mation will be found there each week not elsewhere published. 



^ill/pMpM^C Their Construction and Maintenance. 
r n f &«l I&«11 1 ^ Reprinted from THE ENGINEER- 
AND ING RECORD. Compiled by E. G. 

DAN /I IV C Love, Ph. D. 

IxwnUw I This book is a compilation of articles 

which have appeared in recent volumes 

of The Engineering Record, edited with a view of eliminating 

whatever was of timely or local interest, and arranged by divisions 

for convenience of use. 

Table of Contents. 

PART I. 

Chapter I.— STONE PAVEMENTS. Construction of, in Liverpool— 
Paving Inspection— Specifications in New York— Violation of Specifications 
^Paving Material. 

Chapter II.— WOOD PAVEMENTS. Construction of, in London— Cost 
and Durability — Specifications for Materials— Wood Pavements in Paris and 
other Cities— Sanitary Aspects— Necessity of Maintenance. 

Chapter IIL— ASPIIALT PAVEMENT. Nature and Uses of Asphalt 
—Pavements in the United States, Paris and Berlin— Cost and Maintenance 
of in London and Liverpool— Renewals— Injury by Gas— Slipperiness— Affect- 
ing the Value of Property. 

Chapter IV.— BRICK PAVEMENTS. Clays and the Manufacture of 
Paving[ Brick — Crushing Streng^th- Use in American Cities— Construction and 
Durability— Specifications— Miscellaneous Road Metaling Material. 

Chapter V.-CURBS, SIDEWALKS AND TRAMWAYS. Artificial 
Stone for Curbs— Footpaths in England— Asphalt and Concrete for Footpaths 
—Liverpool Tramways. 

Chapter VL— STREET OPENING— MAINTENANCE. Liverpool Ex- 
cavation Contract— Opening and Reinstating Pavements— Requirements in 
Kew York— Maintenance of Pavements in London— Cleaning London Pave- 
ments. 

Chapter VII.— NOTES. Experience with various Pavements in London 
Traffic in Paris and in American Cities— Iron wheelways— Effect on Health 
of Noisy Pavements— Tests of Durability— Contracts Guaranteed. 

part II. 

ROADS : CONSTRUCTION AND MAINTENANCE. Repair and Main- 
tenance — Common Roads in France— Road Making— Improving Country 
Roads— Specifications— Legrislation— Macadam Roads— Herschell's Treatise 
on Road Making— Methods of Superintending Construction and Repairs. 

part III. 

PRIZE ESSAYS ON ROAD CONSTRUCTION AND MAINTENANCE, 
submitted in the Competition instituted by the The Engineering Record. 
Report of Committee of Award. Abstracts of Essays receiving Honorable 
Mention. A Plea for Esthetic Considerations in Road Making. Comments 
on the Prize Essays by the Committee of Award. 

8vo. 410//. CMA, $5.00. 
Address, BOOK DEPARTMENT, 

THE BNQINBBBING RECORD, 
(Prior to 1887, TAe Sanitary Engineer,) iSTI Pearl Street, New York. 



SUMNER & GOODWIN. 

MANUFACTURERS OF AND DF.ALERS IN 

PLAIN, GALVANIZD, TARRED and ENAMELED 

WROUGHT-IRON PIPE. 

Brass Goods for Water-Works a Specialty, 

SUCH AS 

SIDEWALK AND CORPORATION COCKS, GATE- 
VALVES, ETC. 

ALSO SERVICE BOXES. 



15 TO 21 Oliver Street, Boston, Mass. 



Turner, Clarke & Rawson, 

ENGINEERS AND CONSTRUCTORS OF WATER-WORKS, 

5 TREMONT STREET, 

boston. 



PANCOAST & ROGERS, 

GENERAL AGENTS FOR 

RKADINQ IRON= WORKS 

WROUGHT-IRON PIPE, BOILER-TUBES, 

ARTESIAN AND 

OIL-WELL TUBING. CASING, LINE-PIPE, Etc. 

Special Work of every kind in Wrought-Iron. 

CHAPMAN VALVE MANUFACTURING CO., 

Valves and Gates for Gas, Steam, Water, Oil, Etc., ^-inch to 
48-inch diameter. Fire-Hydrants. 

THE WATERBURY MALLEABLE IRON CO., 
Malleable and Gray Iron Fittings for Gas, Steam and Water. 

Manufacturers* Agents for 

CAST-IRON 

WATER AND GAS PIPES, 

SPECIAL CASTINGS, 

AND DEALERS -IN SUPPLIES OF EVERY DESCRIPTION. 

OFFICE AND WAREHOUSE: 

28 PLATT &* 15 GOLD STREETS, NEW YORK, 

George Ormrod, Man. and Treas. John Donaldson, Prest., 

Emaus, Pa. 226 Walnut St., Phila., Pa. 

EMAUS PIPE FOUNDRY. 

DONALDSON IRON CO., 

MANUFACTURERS OF 



AND SPECIAL CASTINGS. 

EMAUS, LEHIGH COUNTY, PA. 

All Pipes Cast Vertically. 




NATIONAL FILTER 

Used in connection wich the National system of 
AERATION. PRECIPITATION and FILTRA- 
TION, is the simplest and most efficient machine on 
the market. 

The system of surface washing effects such an 
economy in time and water, that cities using filters of 
other make are now having us alter them over to our 
National system. 

Our filters and system have been adopted by the 
following cities within the past eleven months : 

OHAMPAIGN, ILL. 

CHATTANOOGA, TENN. 
EXETER, N. H. 

HACKENSACK, N. J. * Aeration 

HOBOKEN, N. J . f Aeration. 
KOKOMO, IND. 

LAWRENCE, KAN. 

LOUISIANA, MO. 

MASSILLON. O. 

SIOUX FALLS, DAK. 

WINNIPEG, MANITOBA 

For circulars, testimonials and estimates apply to 

NATIONAL WATER PURIFYING CO,^ 

145 BROADWAY, Cor. Liberty St., NEW YORK. 
Refer by permission Henry R. Worthington, 86-88 Liberty St., N. Y. 

M. J. DRUMMOND, 




2 to 48-Inch Diameter. 

FLANGE PIPE, RETORTS, LAMP- POSTS, STOP-VALVES, 
FIRE-HYDRANTS, SPECIAL CASTINGS. 



GENERAL FOUNDRY WORK. 

Ofihce, Equitable Building, 1 20 Broadway, 

NEW YORK. 

Sales Agent New Philadelphia Pipe Works Co. 



The National Tube Works Company 



Will, on request, be pleased to forward to any person 
interested in water-works construction, operation, or 
maintenance, a publication recently issued giving some 
remarkable facts and records of actual experience in the 
use of CONVERSE PATENT LOCK JOINT PIPE 
for conveyance of Water and Gas, which has enabled 
them to be so successful in the introduction of Wrought 
Iron Pipe for water-works purposes. 

A. H. Rowland, C. E., of Boston, Mass., writes 
as follows regarding his experience with this pipe : 

** Its strength and semi-flexibility make it secure against fracture 
or rupture, either in handling, laying or service. Of the some 
thirtv-five (35) miles of it that I have laid, I have not known of a 
single case of injury from either of the above causes, and have seen 
a recorded water hammer in it of 145 pounds per square inch. My 
impression is that it is safe to use under very excessive pressures, 
even approximating 300 pounds per square inch. 

** The Converse Patent Lock Joint used makes an almost perfect 
continuity of the interior surface, which is very smooth and con- 
ducive to large carrying capacity for any given size. 

** Early in 1883 I laid about eight (8) miles of this pipe, coated 
with Asphaltum. The soil was a peculiar mixture of clay and gravel, 
and quite moist. On account of a street being graded, we were 
obliged to take up and relay about ore-half (>^) mile of this in the 
fall of 1884 and it was found to be perfectly free from rust or corro- 
sion of any kind. At many other points where it has been dug up 
for the purpose of making connections, etc., it has always beea 
found in equally good condition. 

' * Other pipes laid at various times have given equally good re- 
sults. 

BOSTON, MASS. CHICAGO, ILL. PITTSBURG, PA. 

NEW YORK, N. Y. ST. LOUIS MO. PHILADELPHIA, PA 

Illustrated Catalogue of Fittings with detailed Instruction for laying pipe 
furnished on application. 



PARTIAL RECORD OF PIPE FURNISHED. 



From the list of hundreds of cities and towns using the Converse 
Patent Lock Joint Pipe, the following is submitted as a matter of 
interest : 



Albuquerque Water Co., Albuquerque, N. M. 
American water Works & Guarantee Co , Ltd., 
Kearney, Neb. 
Adrian Water Works, Adrian, Mich . 
Aberdeen, City of Aberdeen, D. T. 
Allegheny Heating Co.. Allegheny City, Pa. 
Birmingham Water Co., Birmingham, Ala. 
Braddock Gas & Light Co., Braddock, Pa. 
6. A O. R. R. Co/8 Watei Supply. 
Brainerd Water & Power Co., Brainerd, Minn. 
Brockton Gas Co., Brockton, Mass. 
Brookville Water Co., Brook viUe, Pa. 
Bridge water Natural Gas Co., Pittsbuig, Pa. 
Corsican Water Co., Corsican, Texas. 
Cambridge Gas Light Co., Cambridge, Ohio. 
Colorado Springs Gas Co., Colorado Springs. Col . 
Colorado Machinery Co., Denver, Col. 
Colorado Machinery Co., Buena Vista, Col. 
Colorado Machinery Co., Silverton, Col. 
Canadian Pacific JCy Co. 
Columbia Water Works, Astoria, Oregon. 
Capital Gas Light Co., Des Moines, la. 
Chestertown Waterworks, Chestertown, Md. 
Chartiers Valley Gas Co. , Pittsburg, Pa. 
Charlestown Water Works Co., 

Charlettown,W. Va. 
Chamberlain, City of Chamberlain, D T. 
Dunham, Carrigan & Co., San Francisco, Cal. 
Dixon Water Works, Dixon, 111. 
Denver & Rio Grande R'y. Co. 
El Paso Water Co. ,El Paso, Texas. 
East Dubuque Water Co., East Dubuque, la. 
Equitable Gas Co., New York, N. Y. 
Ft. Colling Water Works, Ft. Collins, Col. 
Fair Play Water Works, Fair PUy, Col. 
Freeport Water Works Co., Freeport, Pa. 
Ft. Collins, City of Ft. Collins, D. T. 
Fergus Falls Water Works, Fergus Falls, Minn. 
Gardner Water Works, Gardner, Mass. 
Gonzales Water Co., Gonzales, Texas. 
Gunnison Gas &. Water Co., Gunnison, Col. 
Glen wood. City of Gleowood, Minn. 
Greenville Water Works, Greenville, III. 
Geneseo, City of Geneseo, 111, 
Grand Forks, D. T. 
Helena Water Co., Helena, M. T. 
Haddenfield Water Co., Haddenfield, N. J. 
Huron, City of Huron, D. T. 
Hancock, City of Hancock, Mich. 
Ionia Water Works, Ionia, Mich. 
Laredo Water Co^ Laredo, Texas. 
Lcadville Water Co., Leadville, Col 
Lynn Public Water Board, Lynn, Mass. 
La Crosse Gas Light Co., La Crosse, Wis. 
Lcadville Gas Works, Leadville, Col. 
Las Yedras Mining Co. 
Mamaroneck Water Co., Mamaroneck, N. Y. 
Meridian Gas Light Co., Meridian, Miss. 
Marion County Water Co., San Rafael, Cal. 
Menominee Mining Co., Menominee, Mich. 
Milford Water Co., Milford, Mass. 
Minneapolis Gas Light Co., Minneapolis, Minn. 
Montevideo Water Works, Montevideo, Minn. 
Manufacturers* Natural Gas Co., Pittsburg, Pa. 
McKeesoort, City of McKeesport, Pa. 



N W Water A Gas Supply Co., Savannah, 111. 

N W . Water A Gas Supply Co., Hurley, Wis. 

N. W. Water & Gas Supply Co.. Pierre. M. T. 

N. W Water & Gas Supply Co., Billings, M. T. 

Natural Gas Co. of West Va. , Pittsburg, Pa. 

North Side Gas Co , Pittsburg Pa. 

Omaha Gas M'fg Co., Omaha, Neb. 

Oskaioofca Gas Co., Oskaloosa, la. 

Oil City Fuel Supply Co., Oil City. Pa. 

Ottumwa Water Works, Ottnmwa, la. 

Perkins Water Works Co. , N orth Springfield, Mo. 

Perkins Water Works Co., Nevada, Mo. 

Portland . Oregon . 

Peerless Mining Co., Arizona. 

Philadelphia (Natural Gas) Co., Pituburg. Pa. 

Pennsylvania Natural Gai Co., Pittsburg, Pa. 

Quincv Water Works, Quincy, Mass. 

Russell & Alexander, Colorado Springs, Col. 

Russell & Alexandei, Pueblo, Col. 

Russell & Alexander, Salida. Col. 

RusscU & Alexander, Topeka, Kans. 

Russell & Alexander, Ouray, Col. 

Rapid City Water Works, Rapid City, D. T. 

Robinson & Cary, St. Paul, Minn. 

Robinson & Cary, Grand Forks, D. T. 

Robinson &. Cary, Crookston, Minn. 

Robinson & Cary, Mandan, D. T. 

San Gabriel Water Works Co., Georgetown, Tex. 

Shenango Natural Gas Co., Pittsburg, Pa. 

Schwachbacher Bros. & Co. , Seattle, Wash. Ter. 

Salida Water Works Co., Sahda, Col. 

South Bend Gas Light Co., bouth Bend, Ind. 

Springfield Water Works, Springfield. 111. 

South Framingham, Mass. 

Sioux Falls Water Co., Sioux Falls, D. T. 

St. Clair, City of St. Clair, Mich. 

South-west Natural Gas Co., Pittsburg, Pa. 

Tucson Water Co., Tucson, Arizona. 

Texas Water & Gas Co., Terrell, Texas. 

Texas Water & Gas Co., Cleburne, Texas. 

Texas Water & Gas Co., Georgetown, Texas. 

Tonawanda Gas Works, Tonawanda, N, Y. 

Topeka Water Supply Co., Topeka, Kan. 

Terrell Warer Co., Terrell, Texas. 

1 iffin Fuel Gas & Pipe Line Co., Tiffin, Ohio . 

Tiffin Natural Gas Co., Tiffin, Ohio. 

U. S. Wind-Engine Pump Co., Omaha, Neb. 

U. S. Wind-Engine Pump Co., Kansas City, Mo. 

Union Electric Underground Co., Chicago, 111. 

United Gas Fuel Co., Pittsburg, Pa. 

Virginia & Gold Hill Water Co., _ 

Virginia City, Ncv, 
Wallingford Gas Co., Wallingford, Conn. 
Ware Fire Department, Ware, Mass. 
Walker, M., Sheboygan, Mich. 
Walker, M., Midland, Mich. 
Walker, M., Ludington, Mich. 
Walker, M., Fremont Centre, Mich. 
Walker, M., Sault St. Marie, Mich. 
Walker, M., Loraine, Ohio. 
Wellsville Water Co., WellsviUe, N. Y. 
Wahpeton Water Co., Wahpeton. D. T, 
Willington Gas & Heat Co., Willmgton, Kan. 
Wheeling Natural Gas Co., Wheeling, W. Va. 
Westmoreland & Cambria Natural Gas Co., 

Pittsburg, Pa 



R. D. WOOD & CO., ^"'""°'' %t„Tk%ts. 

''"Ml^LviLLE'^rT ^'^' 4°° Chestnut Street, 

Florence/ •' 

''"°'''' " PHILADELPHIA, PA. 



CONSTRUCTORS OF 



GAS AND WATER WORKS. 



MANUFACTURE EVERY DESCRIPTION OF 

Cfl5T IRON FIFL 

Matbew's Single and Double Kalve Fire Hydrants. 
EDDT VALVES, FREEUR'S VALVE IHDICATOR POSTS. 

GAS HOLDERS and GAS MACHINERY. 

HYDRAULIC CRANES, PRESSES, LIFTS, ETC., 



Turbines and Water Power Pumps, Sugar House Work, Loam Cast- 
ings, Heavy Special Machinery, General Castings. 



£>. OiLBS, Prettdtnt, C. B. Isbbstbr, Via Pretidtmt. M. Llbwbllyn, Stc'y and Trga*. 

CMTTANOO&A FOH Al PIPE WOBIS, 

CHATTANOOQA, TENN. 

MANUFACTURERS OF 




ALSO 

Castings and Patterns of Every Description 

MADE TO ORDER. 

CORRESPONDENCE SOLICITED. 



WATER TOWER, PUMPING AND 
POWER STATION DESIGNS. 

BOUND The Engineering RECORD'S 

IN CLOTH, Prize Designs, suggestive for 
^'*^' Water Towers, Pumping and Power Stations. 

ADDRB8S, BOOK DBPABTMBNT, 
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66,000 WATER METERS 

MADE AND SOLD TO DATE BY 

NATIONAL METER CO., 

MANUFACTURERS OF 

CROWN, 

EMPIRE AND GEM WATER METERS, 

262 BROADWAY, 

NEW YORK. 

John C. Kelley, President. 
New York, May, 1888. 



The Thomson Water-Meter^ 

Designed by JOHN THOMSON, M. Am. Soc. C. E. 
MANUFACTURED BY THE 

H^ater-lVaste Prevention Co., 



No. 143 Nassau Street, New York. 
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The displacement is absolutely positive, and the meter, as a whole^ 
\^ practically frictionless, offering no extra obstruction to the flow. 

The engravings illustrate the ^-inch size, and are exactly one- 
third of full scale. 

Has been thoroughly proven in practice and its performance is 
guaranteed. 

The construction is conducted upon the intei changeable system 
and is in the highest stat€ of the art. In fine, it is the BEST VALUE 
ever offered. 



WATER-WASTE PREVENTION: 

Its Importance and the Evils Due to its Neglect. 

With an account of the Methods adopted in varioos Cities in Great Britain and the United States. 

By HENRY C. MEYER, Editor of The Engineering Record. 
With an Appendix. 



EXTKACT FROM PrBPACX. 

During the summer of z88< the Editor of Thb Engineering Record carefully investigated the 
methods emplojred in various cities in Great Britain for curtailing the waste of water without subjecting 
the respective communities to either inconvenience or a limited allowance. The results of this investiga- 
tion appeared in a series of articles entitled " New York's Water-Supply," the purpose being to present 
to the readers of Thb Engimbbring Rbcord such facts as would stimulate public sentiment in sup- 
port of the enforcement of measures tending to prevent the excessive waxte of water so prevalent in 
American cities, and especially the dty of New York, which was then suffering from a short supply 
Numerous requests for information, together with the recent popular agitation in connection with a 
proposition to increase the powers of the Water Department of New York City with a view to enabling 
it to restrict the waste of water, have suggested the desirability of reprinting these articles in a more 
•convenient and accessible form, with data giving the results of efforts in this direction in American 
cities since the articles first appeared, so far as they have come to the author's notice 

Table of Contents : 



CHAPTER I.— Condition op New York's 
Water-Supply.— Mr. Thomas Hawksley on 
Advantages of Waste-Prevention ; Condition 
of Water-Supply in England Thirty Years 
Ago ; Means Adopted to Prevent Waste in 
Great Britain; Norwich the First City m Eng- 
land to Adopt Measures of Prevention ; Lon- 
don : the Practice There. 

CHAPTER II.— Glasgow.— District Meters 
Tried as an Experiment 'Results of Experi- 
ments ; Prevalence of Defective Fittings ; 
Testing and Stamping of Fittings ; Rules 
Governing Plumbers' Work. 

CHAPTER III.— Manchester.- History of 
Waste-Prevention Measures; Methods of 
House-to-House Inspection ; Duties . of In- 
roectors ; Methods of Testing and Stamping 
Fittings. 

CHAPTER IV.— Liverpool. — Change from 
Intermittent to Constant Supply ; Method of 
Ascertaining Locality of Waste by Use of 
District Meters ; Method of House Inspec- 
tion : Method of Testing Fittings. 

CHAPTER v.— Providence and Cincinnati. 
— Review of Measures to Prevent Water- 
Waste in the United States prior to 1882 ; 
Providence, R. I.: Results following'the Gen- 
eral Use of Meters ; Cincinnati: Methods of 
House Inspection with the Aid of the Water- 
phone ; Results Attained. 



CHAPTER VI.— New York.— Measux«s Ado^ 
ed by the Department of Public Works pnor 
to 1883. 

CHAPTER VII.— General Conclusions.— 
Points to be considered in Adopting Measures 
for Large Cities. 

APPENDIX.— Points suggested in the Con- 
sideration OF various Methods. — Water- 
Waste Prevention in Boston in 1883 and 1884 ; 
Results Attained ; Waste-Prevention m New 
York City: Liverpool Corporation Water- 
Works Regulations: Glasgow Corporation 
Water- Works Regulations; Description of 
Standard Fittings; Penalties for Violations ; 
Cistern vs, Valve-Supply to Water-Closets 
in New York City; New York Board of 
H^lth Regulations concerning Water-Sup- 
plv to Water-Closets; Letters from Water- 
Worits Authorities sustaining the action of 
the New York Board of Health in Requiring 
Cistem-Supply to Water-Closets; Extracts 
from Report of Boston City Engineer on 
Wasteful Water-Closets; Proposed Water- 
Rates on Water-Closets in New York : Reso- 
lutions of the New York Board of Health 
endorsing the proposed Water-Rates for 
Water-Closets ; Excerpts from Articles ex- 
plaining Methods of Arranging Water-Supply 
to Water-Closets to secure the Minimum 
Water-Rate in New York (with iUustzatioiu). 
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UNION WATER-METER CO. 

31 to 35 HERMON STREET, WORCESTER, MASS. 

Fitts' Rotary Piston, Ball & Fitts, and Duplex Piston 

^WATER -METERS. 

TRIAL METERS will be sent to any Water Company for tests. 

Catalogues, Price Lists, Etc., furnished on 
application. 




ALSO MANUFACTURERS OF 



Water, Steam and Gas Pressure Regulator YalYes. 

The Water-Pressure Regulator is for reducing and regulating (automatically) the 
pressure between a high and low service supply ; it is very valuable where a reduction 
in hea is required. 

Also, Ball's improved method of tapping water-pipes with bands, and fittings for 
general hydraulic work. 



WATER-WASTE PREVENTION. 



By HENRY C. MEYER, Editor of The Engineering Record. 



PRESS COMMENTS. 



** Mr. Meyer it competent authority to speak on 
A subject of very great importance in all cities 
and one regarded with too much apathy by the 
public. Furthermore he has given the matter 
special study, and the facts detailed are the re- 
sults of investigation. * * * His suggestions 
are eminently practicable and sensible, and should 
commend themselves to the iudgment of every 
one interested in the subject.' —7r<y Times, 

"The economies of this subject deserve the 
steady attention of tax-payers pnd muniapa! 
officers. It should be borne in m« ..d that waste 
of water is more than prodigal. It is dangerous 
to the safety of a city. " — Cincinnati Commercial 
Gazette. 

** The autnor of this timely book is particularly 
adapted to deal with the questions he discusses. 
But few have given the subject so much atten- 
tion^ and no one could treat it moie imputially. 
He IS not only intimately acquainted with the 
water-supply of American cities, but has per- 
sonally investigated the plans adopted for cur- 
tailing water-waste m various cities in Great 
Britain, the results of these investigations ap- 
pearing in this work. 

** As our cities increase in population, and new 
cities spring up, the demand for more water cor- 
respondingly increases. At the same time the 
water-supply is diminishing, and that which 
would otherwise be availalne is rendered unfit 
for use by the contamination of sewage and the 
refuse of manufactories. It is conceded that the 
inhabitants of a city should be supplied with all 
the water they can use. It is not with the use^ 
but with the Tvaste of water that the author deals. 

" No patented appliances are recommended, 
but such simple means as are free to all. We 
recommend the careful reading of this little 
book to every resident of a city who is interested 
in its water-supply, and particularly to those 
who, by virtue of vested authority, have to some 
extent the matter of water-waste prevention in 
thtirhands.^^— American Machinist. v 

" A valuable work, which really affects ev«sry 
urban resident. * ♦ * There is not a city in 
he world in which the rate-payers are not taxed 
tnnecessanly to pay for pumping water which 
.-uns to waste, and any work throwing light upon 
this problem, without subjecting the community 
as a whole to inconvenience, must be a valuable 
treatise."— ^//awa Daily Press. 

** A little work whose worth cannot be justly 
estimated. * « * it presents an interesting 
subject for examination and reflection to every 
citizen.** — Houston Post, 

** A work that should be read and studied by 
every one.*' — Savannah News, 



'* Though small in size it is a work which repre- 
sents a good deal of solid work. With the amount 
of information which it contains it ought to 
prove of no small use to the city governments of 
the country. It is a voile mecum for water com- 
missioners, and will be a valuable little text-book 
for every water board in America. Briefly, Mr. 
Meyer's object is to show b^ a comparison be- 
tween the systems and results m different cities in 
America and England how much money is an- 
nually wasted in the shape of water in our larger 
cities for the want of proper precautions and how 
those precautions had best be taken. * * * Mr. 
Meyer's book is well got up, his arguments con- 
cisely stated, and his facts and figures well tabu- 
lated and arranged, the result being the produc- 
tion of a work which carries conviction with it, 
and which ought to be of no small value to the 
larger cities of the countiy in the future.— i1f/»- 
neapolis Tribune. 

** This volume is a most seasonable contribution 
to hydraulic and economic literature. Its author 
has personally and carefully investigated the 
problem from a practical standpoint in both Eng- 
land and America, and speaks with authority and 
backs his statements by official figures. 

*' The work treats generally of the condition of 
the water-supply of New York, and the methods 
tested or adopted for the prevention of waste in 
Glasgow, Manchester, and Liverpool, and in our 
own cities of Providence, Cincinnati, Boston, and 
New York. The data are derived from the most 
authoritative sources, and presented in a shape 
that must carry conviction with it,"— Engineer- 
ing News, 

** Once get a property-owner convinced of the 
evils of water-waste, and this book will tell him 
all he wants to know about preventing it." — 
Philadelphia Bulletin, 

" One of the best and most useful publications 
now before the public. * * * A copy of this 
timely publication ought to be in the hands of all 
water company and city officials and plumbers, 
and even water consumers might read it with 
profit."— Mem/his Appeal, 

"It is worthy of close attention. Mr. Meyer 
discloses the true spirit of the disinterested inves- 
tigator."- -Hart/ord Evening Post. 

^* As a brief, concise treatise upon this subject 
the work is of the utmost value, the author mak- 
ing no unproven assertions, hut bringing the sys- 
tems and experiences of other cities to illustrate 
and enforce his statements. In giving this book 
to the public the author is deserving of praise as 
a true and practical economist, whose efforts will 
... ..... .. -y the 
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be appreciated by thinking men, if not by t 
pubHc at \Axgt," -Inland A rchitect and Build 
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HERSEY METER CO., 

South Boston, Mass. 



MANUFACTURERS OF THE 



Hersey 'Water-Meter 




The cut sliows the piston and ring removed from the case. 

The Hersey Water-Meter will collect the most revenue for the 
Water Department, because it will make the least number of stops. 

The Hersey Meter is the lowest in first cost, and can be main- 
tained in repair for much less than any other. 

Send for descriptive circular and price-list. 

WE INVITE THE ATTENTION OF ALL WHO ARE 
INTERESTED IN THE 

Purchase or Construction 

OF 

\VATE)R=WORKS 

TO THE HIGH GRADE OF 

PUMPING ENGINES, 

Steam or Power, 

WHICH WE ARE NOW PRODUCING. 

Information or estimates cheerfully furnished at all times. 

Geo. F. Blake Mfg. Co., 
Builders of Pumping Machinery for all Services. 

Ill & 113 Federal St., 535 Arch St., 95 & 97 Liberty St. 

BOSTON. PHILADELPHIA. NEW YORK. 

Send for Catalogue. 



Plumbing Problems; 



OR, 



Questions, c/lnswers and Descriptknts, 



THE ENGINEERING RECORD, 

ESTABLISHED 1877. 

(Prior to 1887, THE SANITARY Engineer.) 



Wtth J 42 Illustrations. 

"A feature of The Engineering Record (prior to 1887, The Sanitary Engi- 
neer), is its replies to questions on topics that come within its scope, included in which 
are Water-Sapply, Sewage Disposal, Ventilation, Heating, Lighting, House-Drainage 
and Plumbing. Repeated inquiries concerning matters often explained in its columns, 
suggested the desirability of putting in a convenient form for reference a selection from 
its pages of questions and comments on various problems met with in house-drainage 
and plumbing, improper work being illustrated and explained as well as correct 
methods. It is. therefore, hoped that this book will be useful to those interested in 
this branch of Sanitary Engineering." 
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Steam-Heating Problems; 



OR, 

Questions, f:Answers and Descriptions T^elating 
to Steam- Heating and Steam- Fitting, 

FROM 

THE engineering RECORD, 

ESTABLISHED 1877. 

(Prior to 1887, The Sanitary Engineer.) 



With log Illustrations, 



PREFACE. 



The Engineering Record, while devoted to Engineering:, Architecture, Con- 
struction, and Sanitation, has always made a special feature of its departments of Steam 
and Hot-Water Heating;, in which a great variety of questions have been answered and 
descriptions of the work in various buildings have been given. The favor 
with which a recent publication from this office, entitled *' Plumbing and House- 
Drainage Problems, "has been received suggested the publication of*' Steam-Heating 
Problems," which, though dealing with another branch of industry, is similar in 
character. It consists of a selection from the pages of The Engineering Record 
of questions and answers, besides comments on various problems met with in the design- 
ing and construction of steam-heating apparatus, and descriptions of steam-heating 
work in notable buildings. 

It is hoped that this book will prove useful to those who design, construct, and 
have the charge of steam-heating apparatus. 



CONTENTS : 



BOILERS. 



On blowing off and filling boilers. 

Wher« a test-gauge shotud be applied to a boiler. 

Domes on boilers r whether they are necessary or 
not. 

Expansion of water in boilers. 

Cast vs. wrought iron for nozzles and magazines 
of house-beating boilers. 

Pipe-connections to boilers. 

Passing boiler-pipes through walls ; how to pre- 
vent breakage by settlement. 

Suffocation of workmen in boilers. 

Heating-boilers. (A pioblem.) 

A detachable boiler-lug. 

Isolating-valve for steam-main of boilers. 

On the effect of oil in boilers. 

Iron rivets and steel boiler-plates. 

Proportions for rivets for boiler-plates. 

Is there any danger in using water continuously 
in boilers? 

Accident with connected boilers. 

A supposed case of charring wood by steam-pipes. 

Domestic boilers warmed by steam. 

VALUE OF HEATING-SURFACES. 

Computing the amount of radia or-surface for 
warming buildings by hot water. 



Calculating the radiating-surface for heating 
buildings ~the saving of double-glazed win- 
dows. 

Amount of heating-surface required in hot-water 
apparatus boilers and in steam-apparatus 
boilers. 

Calculating the amount of radiating-surface for a 
given room. 

How much heating-srrface will a steam-pipe of 
given size supply ? 

Coiis vs. radiators and size of boiler to heat a 
given building. 

Calculating the amount of heating-surface. 

Computing the cost of steam for warming. 

RADIATORS AND HEATERS. 

A woman's method of regulating a radiator (cov- 
ering it with a cosey). 

Improper position of radiator-valves. 

Hot-water radiator for private houses. 

Remedying air-binding of boz-coils. 

How to use a stove as a hot-water heater. 

** Plane " vs, "Plain " as a term as applied to out- 
side surface of radiators. 

Relative value of pipe on cast-iron heating sur 
face. 

Relative value of pip^ on steam-coils^ 
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STEAM-HEATING PROBLEMS. 



WarmtQc churches (plan of placing a coil in each 

pew). 
Warming churches. 

PIPE AND FITTING. 

Steam-heating work— good and indifferent. 

Piping adjacent buildings: pumps v*, steam- 
traps. 

True diameters and weights of standard pipes. 

Expansion of pipes of various metals. 

Expansion of steam-pipes. 

Advantages claimed for overhead piping. 

Position of valves on steam-nser connection. 

Cause of noise in steam-pipes. 

One-pipe system of steam-heatiog. 

How to heat several adjacent buildings with a 
single apparatus. 

Patents on Mills' system of steam-heating. 

Air-binding m return steam-pipes. 

Air-binding in return steam-pipes, and methods 
to overcome it. 

VENTILATION. 

Size of re^'sters to heat certain rooms. 
Determining the size of hot-air flues. 
Window ventilation. 
Removing vapor from dye-house. 
Ventilation ot Cunard steamer "Umbria." 
Calculating sizes of flues and registers. 
On methods of removing air from between ceiling 
and roof of a church. 

STEAM. 

Economy of using exhaust steam for heat- 
ing. 

Heat of steam for different conditions. 

Superheating steam by the use of coils. 

Effect of using a small pipe for exhaust steam- 
heating. 

Explosion of a steam-Uble. 

CUTTING NIPPLES AND BENDING 
PIPES. 

Cutting large nipples— large in diameter and 

short in length. 
Cutting crooked threads. 



Cutting a dose nipple out of a coupling after a 

thread is cut. 
Bending pipe. 
Cutting large nipples. 
Cutting various sizes of thread with a solid die. 

RAISING WATER AUTOMATICALLY. 
Contrivance for raising water in high buildings. 
Criticism of the foregoing and description of 
another dsvice for a similar purpose. 

MOISTURE ON WALLS, ETC. 

Cause and prevention of moisture on walls. 
Effect of moisture on sensible temperature. 

MISCELLANEOUS. 
Heating water in large tanks. 
Heating water for large institutions and high city 

buildings. 
Questions relating to water-tanks. 



Faulty elevator-pump connections. 

On heating several buildings from one source. 

Coal-tar coating lor water-pipe. 

Filters for feeding house- boilers. Other means 
of clarifying water. 

Testing gas-pipes for leaks and making pipe- 
ioints. -o r t— 

Will boiling drinking-water purify it? 

Differential rams for testing fittings and valves. 

Percenta^ of ashes in coal. 

Automatic pump-governor. 

Cast-iron safe for steam-radiators. 

Methods of graduating radiator service accordin^r 
to the weather. 

Preventing fall of spray from steam-exhaust 
pipes. 

Exhaust-condenser for preventing fall of spray 
from steam-exhaust pipes. 

Steam-heatmg apparatus and plenum (ventila- 
tion), system m Kalamazoo Insane Asylum. 

Heating and ventilation of a prison. 

Amount of heat due to condensation of water. 

Expansion- joints . 

Resetting of house-heating boilers^a possible 
saving of fuel. 

How to find the water-lins of boilers and position 
of try-cocks. 

Low-pressure hot-water system for heating 
buildings in England (comments by The 
Sanitary Engineer). 
Steam-heating apparatus in Manhattan Com- 
pany's and Merchants' Bank Building, New 

Boilers in Manhattan Company's and Merchants' 

Bank Building, with extracts from specifica. 

tions. 
Steam-heating apparatus in Mutual Life Itisui- 

ance Building on Broadway. 
The setting of boilers in Tribune Building, New 

York. 
Warming and ventilation of West Presbyterian 

Church, New York City. 
Principles of heating-apparatus. Fine Arts Exhi- 
bition Building, Copenhagen. 
Warming and ventilation of Opera-House at 

Ogdensburg, N. Y. 
Systems of heating houses in Germany and 

Austria. 
Steam-pipes under New York streets— difference 

between two systems adopted. 
Some details of steam and ventilating apparatus 

used on the continent of Europe. 

MISCELLANEOUS QUESTIONS. 

Applying traps to gravity steam-apparatus. 
Expansion of brass and iron pipe. 
Connecting steam and return risers at their tops* 
Power used in running hydraulic elevators. 
On melting snow in the streets b^ steam. 
Action of ashes street fillings on iron pipes. 
Arrangement'of steam-coils for heating oil-stills. 
Converting a steam-apparatus into a hot-water 

apparatus and back again. 
Condensation per foot of steam-main when laid 

underground. 
Oil in boilers from exhaust steam, and methods 

of prevention. 
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ONTRACTORS for Municipal and Government Work 
and Manufacturers of Engineering and Building 
Supplies will find every week in the Proposal Adver- 
tisements and Contracting News columns of THE 
ENGINEERING RECORD important items indi- 
cating the wants of U. S. Government, Municipal 
Authorities, Water Companies, and Building Com- 
mittees of Public Buildings. Information will be 
found there each week not elsewhere published. . . 



HOT-WATER HEATINB AND FITTINB, 

BY VSriLLIAM J. BALDWIN, Ni. E. 



A TREATISE on the practice of warming by HOT-WATER, with modern 
methods, described and explained. 
The book contains much of the matter on this subject which has appeared 
in the columns of The Engineering Record, together with a large amount of 
additional original data. 

The volume is a large Svo. handsomely bound in cloth andfuUy 
illustrated, 2>()2 pp. 

Among the questions treated are the following : 



The caase of the arcalation of the water within heat- 
ing-apparatus. 
Motion explained by the nie of diagrams. 
How to find the velocity of the flow of water in pipes 

of an apparatas. 
Simple formulsB explaining the laws which govern the 

flow of water in an apparatus. 
Diagrams showing the co-efficients of the curve of the 

expansion of the water. 
Diagram showing the velocity of water in feet per 

second when the height from which it flows is 

known. 
The use of the diagrams in estimating the flow of the 

water through the apparatus. 
Table of the quantity of water in U. S. gallons of the 

water that will pass through pipes of a given di- 
ameter. 
Table giving the friction loss in inches of the water 

head for each ten feet of length of different sixes of 

clean iron pipes discharging given quantities of water 

per minute. 
The loss of head by friction and resistance of elbows. 
Saving by long radius elbows. 
Saving by smooth elbows. 
Resistance caused to the flow of water by elbows and 

return bends. 
Resistance caused by valves, etc., and how it may be 

made less. 
How to find the flow of water through main pipes of an 

apparatus. 
To find the quantity of water that will pass io T^. S 

gallons when the total head is known. 
To find the diameter of a pipe for a given discharge 

of water. 
To find the discharge of pipes for given diameters. 
How to compute radiating surfaces. 



Experimenu of Tredgold and Hood in warming inr- 

face. 
Ezpenroents of modem investigators on radiators. 
How to find the amount of water that should pasa 

through a radiator to do certain duty. 
How to determine the size of inlet and outlet to hot- 

watsr radiators. 
How to estimate the quantitv of water that shoold paaa 

through .% radiator for a loss of xo degrees. 
Diagram giving the diameter of flow and return jripe* 

when the radiating surface and the length of the 

pipes are known. 
Experiments illustrating use cf diagram in the piping 

of buildings. 
The different systems of mains used in hot-water heat» 

ing. 
J^reatment of single circuits. 
Branch circuits. 
Compound drcnits. 

How to proportion the apparatus for indirect heating* 
Heat given off per square foot of surface. 
Loss of heat through walls and windows of a room. 
Heat lost by ventilation — how to consider it. 
How to find heating surface of a room warmed by in-' 

direct radiation. 
Comparative experiments with hot-water coils. 
Diagram of sizes of main pipes for indirect radiation 
Examples of buildings warmed by hot water . 
Boilers used in hot-water apparatus. 
Direct and indirect radiators used in hot-water appa^ 

ratus. 
Expansion tanks and how they should be used . 
special fittings for bot -water apparatus. 
How to conduct experiments in testing the efficiency 

of hot-water radiators. 
How *o control fires by the heat of water. 



The whole containing a large amount of practical and useful information of 
great value to the Engineer, Architect, Mechanic and Householder. 

Sent (post-paid) on receipt of $4.00. 



ADDRESS* BOOK DEPARTMENT. 

THE ENQINEERINQ RECORD, 



277 Pearl Street. New York. 



DEANE STEAM PUMP CO. 

HOLYOKE, MASS. 



M ANU PACTT ' RE R S 



WATER-WORKS 

Pumping Engines 




CHADWICK LEAD WORKS. 

Nos. 176, 178, 180, 182 and 184 High St. (Fort Hill Sq.), 
BOSTON, MASS. 

Manufacturers of and Dealers in 

LEAD PIPE, SHEET LEAD, TIN PIPE, SHEET TIN, TIN-LINED 

PIPE, RIBBON AND TAPE LEAD, GLAZIERS' LEAD, LANTERN 

LEAD, MONUMENTAL LEAP (for pointing monuments, stone walls, 

etc.), LEAD WIRE, CAR SEALS AND WIRES, LEAD TRAPS 

AND BENDS, SOLDER, BABBITT AND BOX METALS, 

WHITE LEAD (dry and ground in oil) RED LEAD AND 

UTHARGE (for rubber manufacturers, potters, glass 

makers, etc.), PIG LEAD, PIG TIN, COPPER 

AND IRON PUMPS, IRON AND STEEL 

SINKS, Etc., Etc. 



Electric Cables and Wires covered with Lead, by our patent process^ 
without injury to the most delicate insulation. 



Correspondence with Water- Works and others solicited. 



Sent postpaid on receipt of $6.00. 

Over SOO pp.— 2IO Illustrations. 

YENTILATMaSD HEATING. 



By JOHN S. BILLINGS, A. M., M. D.. 

LL.D. Bdinb. and Harvard. D. C. L. Oxon. Member of the 
National Academy ot Sciences. Surgeon, U. S. Army, etc. 



I 



FROM THE PREFACE. 



N preparing this volume my object has been to produce a book which will 
not only be useful to students of architecture and engineering, and be 
convenient for reference by those engaged in the practice of these professions, 
but which can also be understood by non-professional men who may be 
interested in the important subjects of which it treats; and hence technical 
expressions have been avoided as much as possible, and only the simplest 
formulae have been employed. It includes all that is practically important 
of my book on the Principles of Ventilation and Heating, the last edition of 
which appeared in 1889 ; but it is substantially a new work, with numerous 
illustrations of recent practice. For many of these I am indebted to The 
Engineering RECORD, in which the descriptions first appeared. 

I am also indebted to Dr. A. C. Abbott tor much valuable assistance in its 

preparation, and to the architects and heating engineers who have furnished 

me with plans and information, and whose names are mentioned in connection 

with the descriptions of the several buildings, etc., referred to in the text. 

Washington, D. C, JOHN S. BILLINGS. 

December, 1892. 
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Road Construction and Maintenance. 



The widespread interest in the improvement of our highways 

makes this little publication valuable to everybody 

interested in the subject which it treats. 



SOME PRESS COMMENTS. 



*• In the year 1890, The Engineering 
Record instituted a prize competition for 
essays on road making and maintenance. 
There were 21 essays received, eight of 
which are reprinted in the book before us. 
The judges who made the awards were 
Messrs. F. CoUingwood, Edward P. North 
and James Owen, and they give some com- 
ments and criticism on the papers presented . 
1 he little book should be in the hands 
of every road supervisor, or county board 
having charge of road making and repairs. 
It will tell them how to make and keep a 

food road, and may have an indirect m- 
uence in calling public attention to the 
need of good roads, which awakening of 
public opmion is more immediately needed 
than the knowledge of how to make the 
roads." — Engineering and Mining Jour- 
nal, 

***** Interesting particulars are 
given as to earth, sand and clay roads, 
and a description of brick pavements, 
which, as far as we are aware, have not 
been tried in England. With regard to 
the maintenance of macadamized roads, 
very great stress is laid upon drainage of 
the subsoil, selection of the best available 
material, constant repair, and the use of 
the steam roller is most strongly advo- 
cated, points which, we fear, are two often 
neglected in our own country roads. One 
of the essajrists draws a parallel between 
the civilization of a people and the condi- 
tion of its roads. We recommend all those 
interested in the improvement of our 
*• ways" to obtain this little book." — The 
Builder y London ^ England^July 9. 

* * * •• Very handy and fairly good 
summing up of the best modern practice 
for country roads, particularly when read 
with the notes of the committee." — Rail- 
road Gazette^ New York, 



** One of the most timely and interesting 
works which has issued from the technical 
press of late, is the one published by The 
Engineering Record, of New York, with 
the title, * Road Construction and Main- 
tenance.* This very useful work is a re- 
print from The Engineering Record of 
three prize essays on road making and 
maintenance. * * * Popular and of 
the widest utility. Another good feature 
of this work is the criticisms of the essays 
accepted by the judges or committee of 
award, who are well-known, eminent civil 
engineers." — Boston Herald. 

*• It consists of several prize essays by 
expert road builders and en^neers, and it 
contains a vast amount of highly interest- 
ing and valuable information that might be 
useful to those who are trying to solve the 
road problem. A clear understanding of 
the views of experts and practical men who 
have had experience is not goin^ to delay 
the cause of road reform, or hinder the 
hopes of those who seek it. More light on 
the subject will be useful." — Davenport 
{Iowa) Democrat. 

* * * •• Deserve careful considera- 
tion in view of the inferior character of 
our public roads compared with the noble 
highways of the leading European states. 
These essays, the result of a competition 
instituted by The Engineering Record, 
are reprinted from that periodical." — The 
Spy^ Worcester. 

*• A SERIES of prize essays by practical 
road builders, containing many sugges- 
tions of value to highway commissioners, 
road superintendents and others inter- 
ested in the very important matter of bet- 
ter roads. These essays were originally 
printed in The Engineering Record."— 
Burlington Hawk-Eye. 
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